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Situations Where North American Minimum Monitoring Requirements 

Are Not Completed On Time.

Purpose.  It is the purpose of this document to provide guidance to inspectors in situations where an operator does not complete its RVSM monitoring requirements on time.

The North American Minimum Monitoring Requirements chart on the RVSM Documentation Webpage calls for the operator to complete the appropriate monitoring requirements “not later than 6 months after the issue of operational approval or not later than the start of North American RVSM operations, whichever occurs later.”   (The start of North American RVSM operations was January 20, 2005.  6 months after that date is July 20, 2005).
This means that operators that received operational approval on or prior to January 20, 2005 should complete their monitoring requirements by July 20, 2005.   Operators that received operational approval after January 20 should complete their monitoring requirements within

6 months of the date that they received operational approval.
If an operator does not complete the requirements within the allotted time:
· It is the operator’s responsibility to contact the FSDO or CMO to discuss the situation and provide an updated plan for completing the monitoring requirements.   If the operator does not contact the FSDO or CMO, the inspectors should contact the operator.     

· The operator’s updated monitoring plan must provide for the operator completing minimum monitoring requirements for its aircraft group(s) within 3 months after the original due date.   During this time, the operator may continue to operate in RVSM airspace 
· Failure to complete monitoring requirements within the additional 3 months will result in operators being excluded from RVSM airspace and the LOA or OpSpecs amended accordingly, unless the FAA determines that circumstances prevented the operator from completing the requirements.   (A PTRS data entry will provide an update to the RVSM Approvals Database.  Page 3 of the PTRS Data Entry Job Aid provides codes for LOA withdrawal.  The Job Aid is posted under FAA Inspector Guidance on the RVSM Documentation Webpage).  
Monitoring Options.  Operators have the option of completing their monitoring requirements using the GPS-based Monitoring Unit, the ground-based Aircraft Geometric Height Measurement Element (AGHME) being deployed in the domestic U.S. and Canada or a European Height Measurement Unit.  (See the Monitoring Requirements and Procedures section of the RVSM Documentation Webpage (www.faa.gov/ats/ato/rvsm_documentation.htm)).
AGHME Updates.  

1.  Successful AGHME monitoring flights for individual airplanes are now being posted on the U.S. RVSM Approvals Database on the first page of the RVSM Documentation Webpage.
2.  As a reminder, aircraft must have an operational Mode S transponder to be monitored by the AGHME system.
Webpage.   This document will be posted on the RVSM Documentation Webpage in the “FAA Inspector Guidance” and “Monitoring Requirements and Procedures” sections.
Questions.   If you have any questions, please contact one of the following:

Robert Swain (AVS RVSM Program Manager)

Phone:  202-385-4576;   Email:   Robert.Swain@faa.gov
Roy Grimes (RVSM Program Support, CSSI, Inc.)

Phone:  202-863-3692;   Email:  rgrimes@cssiinc.com
Robert Swain

AVS RVSM Program Manager
