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Summary

JCAB Air Traffic Management Center (ATMC) was inaugurated and took over oceanic ATC services from Tokyo ACC on October 27, 2005. ADS 50nm longitudinal separation minimum itself has been implemented since April 11, 2005 in Tokyo FIR and ATMC evaluates current operation of the step climb/descent with ADS 50nm procedure.

1. Introduction
1.1.   This paper is related to the open action item IP/13-4, Implement 50NM ADS longitudinal separation minimum in the North Pacific area. ATMC was inaugurated and took over oceanic ATC services from Tokyo ACC on October 27, 2005. ADS 50nm longitudinal separation minimum has been applied for step climb/descent also at ATMC.

1.2 ATMC collected data for step climb/descent which were applied between ADS aircraft flying on R220 or R580 from November 1 to December 31, 2005.

2. Evaluation

2.1 43 cases in total were conducted during the period.

2.2 56 percent of the total cases were less than 10 minutes, which we could not accomplish without applying ADS longitudinal separation.

2.3 The shortest time separation was 4 minutes which is equivalent to 52nm ADS measuring mileage between the aircraft. The minimum ADS measuring mileage was 50nm which is equivalent to 6 minutes time separation between the aircraft.

See attachment for the above.

3.       Recommendation

3.1     The meeting is invited to note the information in this paper.
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