(Insert Airport Name) Airport Certification Manual


Section 313 - Snow and Ice Control
(a) Requirements
The airport will provide, at a minimum, instructions and procedures for:

1.
Prompt removal or control, as completely as practical, of snow, ice, and slush on each movement area.

2.
Positioning snow off the movement area surfaces so all air carrier aircraft propellers, engine pods, rotors, and wing tips will clear any snow drift and snowbank as the aircraft’s landing gear traverses any portion of the movement area.

3. Selection and application of authorized materials for snow and ice control to ensure that they adhere to snow and ice sufficiently to minimize engine ingestion.

4. Timely commencement of snow and ice control operations.

5. Prompt notification, in accordance with 139.339, of all air carriers using the airport when any portion of the movement area normally available to them is less than satisfactorily cleared for safe operation by their aircraft.

(b) Equipment
Equipment used for snow removal is as follows:

· List all equipment used here.

All snow removal equipment listed above are equiped with (list communications used to control movement area).

Describe equipment and methodology used to determine braking action.

(c) Snow Removal
The (indicate department) is responsible for snow removal.  Snow removal operations will be initiated by (who) when accumilations reach:

· Dry Snow

3 inches
· Slush or water
¾ inch
· Snow Drifts
18 inches
These measurements are only examples, determine measurements for YOUR airport based on the commercial aircraft that use your airport.
Section 313 - Snow and Ice Control (Continued)
The (indicate department) will monitor snow depth accumilation during inclimate weather.  Upon determination that snow removal is required, (indicate department) will notify snow removal (crew/person), post a NOTAM, and begin snow removal operations.

During non-business hours the (indicate who/department) will monitor weather conditions.  When weather conditions warrant snow removal operations to begin the (indicate department) will contact (crew/person) to begin snow removal.

Snow removal will be conducted in the following priority areas:

· Runway

· Taxi way

· ARFF facility

· Aircraft terminal area

· Terminal parking area

· FBO area

These are only examples of prioroty areas, list priority areas that are applicible to YOUR airport.
Snow being removed from movement areas will be plowed or swept in accordance with the most current version of AC 150/5200-30, Airport Winter Safety and Operations.

If sand or other removal agents are applied to the airport movement area it shall be in accordance with the most current version of AC 150/5200-30, Airport Winter Safety and Operations.

In the event that weather intensity or snow conditions are such that snow removal operations cannot be accomplished, the (indicate department) will close all unsafe areas and issue a NOTAM indicating that unsatisfactory conditions exist.
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