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PACIFIC APPROVALS REGISTRY AND MONITORING ORGANIZATION (PARMO)


DATABASE OF RNP-10 APPROVED AIRCRAFT AND OPERATORS





Operators are required to obtain an approval by State of Registry or State of Operator, as appropriate, to be qualified as RNP-10 capable.  RNP-10 approval criteria can be found in FAA Order 8400.12A which is published on this website.





ADDRESS FOR RNP-10 APPROVAL DATA.  As they are approved to conduct RNP-10 operations in Pacific oceanic airspace, all operators  should provide the FAA with the information listed below.  This information should be submitted to the following:





Attn.:  RNP-10 Approval


William J Hughes Technical Center, ACT-520


Federal Aviation Administration


Atlantic City Airport, NJ 08405, USA.





This information may also be transmitted via the Internet to:





	flaxb@admin.tc.faa.gov.





or by facsimile:  (609) 485-5117.  Questions regarding the information requested may be directed to Bennett Flax or James Devine at (609) 485-6263.





DATA TO BE PROVIDED.  For each of the routes on which it intends to conduct RNP-10 operations, operators should evaluate eligibility (RNP-10 time limit, effect of enroute updates and headwinds) IAW FAA Order 8400.12A.  As aircraft and operators are approved for RNP-10, they should notify the FAA with the information detailed below.  The FAA Technical Center will maintain a database of approved aircraft.  Whenever an operator obtains or loses an RNP-10 approval, the operator should advise ACT-520 indicating:





1.  State of registry of the aircraft, expressed, if possible, as the appropriate 2-letter identifier given in ICAO DOC 7910/71.





2.  Name of the operator, expressed, if possible, as the appropriate 3-letter identifier given in ICAO DOC 8585/87.





3.  State of the operator, expressed, if possible, as the appropriate 2-letter identifier given in ICAO DOC 7910/71.





4.  Aircraft type, expressed, if possible, as a designator from ICAO DOC 8643/21.





5.  Aircraft mark or series.


 


6.  The aircraft manufacturer’s serial number or construction number.





7.  Aircraft’s registration number.





8.  Make/model of long range navigation systems and number with which equipped (e.g., 3 Carousel IV INSs)





9.  For INS or IRUs:  approved RNP-10 time limit (e.g., 6.2 hours, 10.0 hours)





10.  Aircraft’s 24-bit mode S address (if applicable).





11.  Name of the authority that issued or revoked the aircraft’s RNP-10 approval.





12.  The date of approval or revocation.





13.  Document used for criteria to approve or revoke RNP-10 (e.g., FAA Order 8400.12A).  If the document allows more than one method of approval, the operator should cite the method used (e.g., AFM Revision, data collection) and reference document chapter number or paragraph number.





14.  Any other relevant remarks.





