CAT I (1800 RVR) Runways

(Requires prior AFS-400 approval)  These U.S. airport/runways are APPROVED for operators conducting operations under FAA Order 8400.13, current edition.  Except where noted in the Remarks section, runways are authorized for public use when promulgated as a 14 CFR Part 97 standard instrument approach procedure.  Operations may be authorized via Operations Specifications or Letter of Authorization when utilizing approved airborne equipment such as flight director or autopilot or manually flown Head-up Guidance System (HGS).  The lowest approvable CAT I minimum is 200 foot DA and 1800 feet RVR unless otherwise indicated in the Remarks section.

Airport/runways in “italics” were evaluated and initially approved in the original Order 8400.13, dated September 10, 1997, but may not be authorized in accordance with current guidance.  Additional approved runways, in “normal” font, will be added when authorized.

	Airport Location
	Ident
	Runways
	Remarks

	Albuquerque Intl, NM
	ABQ
	08
	

	Amarillo Intl, TX
	AMA
	04
	Procedure not available -- (LOC classification 1/A)

	Austin-Bergstrom Intl, TX
	AUS
	31L
	Procedure not available--original Austin-Mueller airport not in service

	Baltimore-Washington Intl, MD
	BWI
	15R

28
	15R & 28 -- Procedure not available -- (LOC classification 1/A)

	Billings Logan Intl, MT
	BIL
	10L
	

	Boise Air Terminal-Gowan Field, ID
	BOI
	10R
	

	Cold Bay, AK
	CDB
	14
	

	Cordova Municipal, AK
	CKU
	27
	

	Corpus Christi Intl, TX
	CRP
	13
	

	Deadhorse, AK
	SCC
	04
	

	Detroit Metropolitan-Wayne Co, MI
	DTW
	21L

21R
	

	Eugene-Mahlon Sweet Field, OR
	EUG
	16
	

	Everett Snohomish Co-Paine Field, WA
	PAE
	16R
	Procedure not available -- (Zone 3 alignment failed)

	Houston Intercontinental, TX
	IAH
	14L
	

	Indianapolis Intl, IN
	IND
	23L
	

	Kenai Muni, AK
	ENA
	9
	

	King Salmon, AK
	AKN
	11
	Procedure not available -- (glide slope coupling not authorized below 500 feet MSL)

	Klamath Falls, OR
	LMT
	32
	

	Long Beach-Daugherty Field, CA
	LGB
	30
	

	Los Angeles Intl, CA
	LAX
	24L

25R
	

	Lubbock Intl, TX
	LBB
	17R
	Procedure not available -- (LOC classification 1/A)

	Medford Rogue Valley Intl, OR
	MFR
	14
	Procedure not available -- (HAT 250 feet)

	Midland Intl, TX
	MAF
	10
	

	Moses Lake-Grant Co. Intl, WA
	MWH
	32R
	

	Nashville Intl, TN
	BNA
	20L
	

	Oakland Intl, CA
	OAK
	11
	Procedure not available -- (glide slope unusable below 375 feet MSL)

	Omaha-Epply Field, NE
	OMA
	32L
	

	Pasco Tri-Cities, WA
	PSC
	21R
	

	Phoenix Sky Harbor Intl, AZ
	PHX
	08R
	Now designated runway 07L

	Sacramento Intl, CA
	SMF
	34L
	

	St. Louis Lambert Intl, MO
	STL
	30L
	Procedure not available -- (LOC classification 1/B)

	Salem McNary Field, OR
	SLE
	31
	

	San Antonio Intl, TX
	SAT
	30L
	

	San Francisco Intl, CA
	SFO
	28L
	

	San Jose Norman Mineta Intl, CA
	SJC
	30L
	

	Santa Ana John Wayne-Orange Co, CA
	SNA
	19R
	

	Seattle-Tacoma Intl, WA
	SEA
	34R
	Procedure not available -- (only flight inspected to Point B)

	Tampa Intl, FL
	TPA
	18L

18R
	18R -- Procedure not available -- (LOC classification 1/A)

	Tucson Intl, AZ
	TUS
	11R
	

	Twin Falls Joslin Field, ID
	TWF
	25
	Procedure not available -- (RVR not available)

	Walla Walla Regional, WA
	ALW
	16
	Procedure not available – deleted

	Yakima Air Terminal-McAllister Field, WA
	YKM
	27
	

	Yakutat, AK
	YAK
	11
	Procedure not available -- (LOC unusable inside 0.2 nm and LOC classification 1/B)

	Yuma Intl, AZ
	YUM
	21R
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