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1.  PURPOSE.  This bulletin provides guidance to the Principal Operations Inspector (POI) and Training Center Program Manager (TCPM) in crew pairings during pilot flight training and flight checks for pilots being trained and/or qualified at training centers certificated under Title 14 of the Code of Federal Regulations (14 CFR) part 142.





2.  BACKGROUND.  Training centers often provide services to an air carrier to meet requirements of 14 CFR part 61 and requirements of 14 CFR part 135.  These training programs include checklists, callouts, profiles, approach procedures and other features that are specifically approved for that carrier by its assigned POI.  Part 142 provides that a training center may use its own instructors/evaluator check airmen to conduct portions of a contracting part 135 air carrier’s training program.  Some part 135 certificate holders may not be able to assign a complete crew for their training and checking activities at training centers.  When this situation occurs, the training center may provide other qualified crewmembers, subject to the criteria outlined below.





3.  DISCUSSION.





  A.  The FAA promotes the crew concept in air carrier training and checking to ensure that crew coordination and other flight management issues are adequately addressed.  Flight training must address performance of duties as the pilot flying (PF) and as the pilot not flying (PNF) as described in the air carrier’s approved procedures.  To meet both training needs, each required cockpit crew position must be occupied by a permissible crewmember (see paragraph 3.C.).





  B.  It is desirable that each flight training session be scheduled so that two pilots from the same air carrier may be trained during a single flight training session.  The preferred crew pairing is a pilot-in-command (PIC) and a second-in-command (SIC).  Other acceptable crew pairings are two PIC’s or two SIC’s.  In accordance with FAA safety policy, a pilot should have completed the appropriate aircraft ground training, including basic indoctrination, prior to beginning the flight training segment.


When pilots are undergoing initial training each pilot must have completed the appropriate air carrier’s basic indoctrination and initial ground training before beginning the flight training segment.


  C.  PERMISSIBLE CREW PAIRINGS POLICY.  Part 135 air carriers often operate with small pilot rosters or with pilots who are widely dispersed.  Special crew pairing policy shall apply.  This policy allows crew pairings for flight training and/or checking in a simulator at a training center using an appropriate crewmember.  An appropriate crewmember must be one of the following:





    (1)  One of the carrier’s line qualified pilots,





    (2)  A flight instructor (airplane or simulator) or a check airman (airplane or simulator) who is authorized to serve in that air carrier’s training program or in an air carrier training program that is essentially similar.  Training programs may be viewed as essentially similar when they include the same core curriculum, the same checklists, and the same callouts; and include cockpit configurations, operational procedures, and flight manuals which are compatible in the judgment of the TCPM and the appropriate POI, or





    (3)  A part 135 air carrier pilot being trained in a training program which is FAA-approved for another part 135 air carrier, but which is otherwise essentially similar.  The following conditions apply:





      (a)  Each air carrier pilot must be trained in accordance with the training program approved by the POI of his/her own air carrier.





      (b)  Two pilots training for operations with different carriers may be paired provided their respective training programs are essentially essentailly similar.  Minimum Equipment Lists (MEL), Operations Specifications (OpSpec), and other features specific to each air carrier’s operations must be addressed during flight training.  When core curricula are not the same, pilots may not be paired; similarly, when operational differences between carriers are too pronounced or too numerous, at the discretion of the POI or TCPM, pilots may not be paired.





      (c)  When only one pilot is receiving flight training, the other pilot's seat must be occupied by a person who is line qualified or line familiar in the specified duty position (see Advisory Circular 120-35, as amended, for definition of terms), unless the flight training is being conducted for single pilot operations.





      (d)  Pilots must have completed the operator's applicable ground training curriculum segments prior to starting the flight training curriculum segments.





    (4)  		(3)	Pairing pilots in flight training and evaluation for operations under different parts.  When pilots from different operators are paired in training programs that are essentially similar, the operator-specific features (such as MEL’s and OpSpecs) of each operator must be addressed.  Pilots in training for part 135 operations should not routinely be paired with pilots training for operations under 14 CFR part 91.  These crew pairings should be avoided in favor of the pairings shown above.  However, such crew pairings are permissible if the following conditions are met:





      (a)  The part 91 pilot must conform to the training program of the part 135 pilot in every important respect.  Specifically, checklists, profiles, approach procedures and callouts must be those used in the training program of the part 135 pilot (not vice versa), and the part 91 pilot must understand and apply crew resource management (CRM) principles in accordance with the Air Transport Pilot Practical Test Standards.





      (b)  One final checkride shall be conducted for each part 135 pilot (no progressive checks).  When the part 135 pilot’s checkride is complete, the provisions in this bulletin no longer apply to that pilot.  The part 135 pilot may support the part 91 pilot’s training activities as appropriate.





      (c)  The part 91 pilot must use the part 135 pilot’s training program, subject to the concurrence of the TCPM.





      (d)  The part 91 pilot must have received differences training in the features of the part 135 training program that distinguish it from part 91 training programs.  That training should also include the operator’s OpSpecs and operational control procedures.





NOTE:  Pilots training for operations under part 135 should not routinely be paired with pilots training for operations under part 91.  Such crew pairings should be avoided in favor of the pairings shown above, in subparagraph (2).  However, such crew pairings are permissible if the following conditions are met:





The part 91 pilot must conform to the training program of the part 135 pilot in every important respect.  Specifically, checklists, profiles, approach procedures and callouts must be those used in the training program of the part 135 pilot (not vice versa), and the part 91 pilot must understand and apply CRM principals in accordance with the ATP PTS.


One final checkride shall be conducted for each pilot (no progressive checks).


The TCPM must approve for use by the part 91 pilot the training program of the part 135 pilot.


The part 91 pilot must have a workable familiarity with the operator-specific features of the part 135 pilot’s training program.  That familiarity must include:


The significant features of CFR 14 part 135 which set it apart from part 91, and must include significant features of :


	o	the operator’s certificate


	o	the operator’s operations specifications


	o	the operator’s flight dispatch or flight following  procedures.


In crew pairings involving pilots of different part 135 operators or pilots operating under different operating rules (part 135 and part 91) POI’s and TCPM’s must be especially vigilant.  The part 135 operator’s training program must not be distorted or diminished in order to accommodate dissimilar training needs.  If the integrity of the air carrier training program can not be upheld the crew pairing must not be permitted.





4.  ACTION.  Principal Operations Inspectors and TCPM shall use the above guidance in determining appropriate crew pairing during pilot flight training and flight checks addressing competency, proficiency, and certification.





5.  INQUIRIES.  This bulletin was developed by AFS-210 and AFS-840.  Any inquiries regarding this bulletin should be directed to AFS-210 at (202)267-3723 or AFS-840 at (202)267-3842.





6.  LOCATION.  The material covered in this bulletin will be incorporated into Order 8400.10, volume 3, chapter 2, section 12 (when issued) and Order 8700.1, chapter 148.  Until the handbooks are updated, inspectors should make a note of this bulletin in the margin of the affected chapter.











/s/


Ava L. Mims for


L. Nicholas Lacey


Director, Flight Standards Service, AFS-1
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