<table>
<thead>
<tr>
<th>Category</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Charting/database inconsistencies</td>
<td>6-15</td>
</tr>
<tr>
<td>Issues related to magnetic variation</td>
<td>6-16</td>
</tr>
<tr>
<td>Issues related to revision cycle</td>
<td>6-17</td>
</tr>
<tr>
<td>Naming conventions</td>
<td>6-15</td>
</tr>
<tr>
<td>Circling only procedures</td>
<td>4-11</td>
</tr>
<tr>
<td>Civilians using special use airspace</td>
<td>5-11</td>
</tr>
<tr>
<td>Climbing and descending en route</td>
<td>2-48</td>
</tr>
<tr>
<td>Closed indefinitely airports</td>
<td>6-15</td>
</tr>
<tr>
<td>Communication failure</td>
<td>2-47</td>
</tr>
<tr>
<td>Communications</td>
<td>4-11</td>
</tr>
<tr>
<td>Computer navigation performance</td>
<td>2-33</td>
</tr>
<tr>
<td>Contact approaches</td>
<td>4-59</td>
</tr>
<tr>
<td>Controlled Flight Into Terrain (CFIT)</td>
<td>3-9</td>
</tr>
<tr>
<td>Converging ILS approaches</td>
<td>4-80</td>
</tr>
<tr>
<td>Copter GPS approaches to an airport or heliport</td>
<td>7-10</td>
</tr>
<tr>
<td>Copter only approaches to an airport or heliport</td>
<td>7-10</td>
</tr>
<tr>
<td>Course reversal</td>
<td>4-50</td>
</tr>
<tr>
<td>Courses</td>
<td>4-17</td>
</tr>
<tr>
<td>Area navigation courses</td>
<td>4-18</td>
</tr>
<tr>
<td>Traditional courses</td>
<td>4-17</td>
</tr>
<tr>
<td>Cruise clearance</td>
<td>2-43</td>
</tr>
<tr>
<td>Cyclic redundancy check (CRC)</td>
<td>6-13</td>
</tr>
</tbody>
</table>

**D**

<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Decision altitude (DA)</td>
<td>4-20</td>
</tr>
<tr>
<td>Decision height (DH)</td>
<td>4-20</td>
</tr>
<tr>
<td>Departure procedures (DP)</td>
<td>1-14</td>
</tr>
<tr>
<td>Obstacle departure procedures (ODPs)</td>
<td>1-23</td>
</tr>
<tr>
<td>Area Navigation (RNAV) departures</td>
<td>1-30</td>
</tr>
<tr>
<td>ODP flight planning considerations</td>
<td>1-23</td>
</tr>
<tr>
<td>Pilot responsibility for use of RNAV departures</td>
<td>1-36</td>
</tr>
<tr>
<td>SID altitudes</td>
<td>1-36</td>
</tr>
<tr>
<td>SID flight planning considerations</td>
<td>1-26</td>
</tr>
<tr>
<td>Standard instrument departures (SIDs)</td>
<td>1-23</td>
</tr>
<tr>
<td>Transition routes</td>
<td>1-26</td>
</tr>
<tr>
<td>Departures from airports without an operating control tower</td>
<td>1-43</td>
</tr>
<tr>
<td>Departures from tower-controlled airports</td>
<td>1-43</td>
</tr>
<tr>
<td>Descending from the en route altitude</td>
<td>3-8</td>
</tr>
<tr>
<td>Descent planning</td>
<td>3-3</td>
</tr>
<tr>
<td>Descent planning for high performance aircraft</td>
<td>3-6</td>
</tr>
<tr>
<td>Descent rates and glidepaths for nonprecision approaches</td>
<td>4-37</td>
</tr>
<tr>
<td>Maximum acceptable descent rates</td>
<td>4-37</td>
</tr>
<tr>
<td>Descents</td>
<td>4-36</td>
</tr>
<tr>
<td>Design criteria</td>
<td>1-16</td>
</tr>
<tr>
<td>Digital Automatic Terminal Information Service (D-ATIS)</td>
<td>1-12</td>
</tr>
<tr>
<td>Direct route flights</td>
<td>2-21</td>
</tr>
<tr>
<td>Direct User Access Terminal System (DUATS)</td>
<td>4-4</td>
</tr>
<tr>
<td>Diverse vector area</td>
<td>1-38</td>
</tr>
<tr>
<td>Diversion procedures</td>
<td>2-52</td>
</tr>
<tr>
<td>DME arcs</td>
<td>4-50</td>
</tr>
<tr>
<td>DP responsibilities</td>
<td>1-42</td>
</tr>
</tbody>
</table>

**E**

<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Electronic flight bag (EFB)</td>
<td>5-9</td>
</tr>
<tr>
<td>Emergency procedures</td>
<td>A-1</td>
</tr>
<tr>
<td>Enhanced Flight Vision Systems (EFVS)</td>
<td>4-20</td>
</tr>
<tr>
<td>En route holding procedures</td>
<td>2-51</td>
</tr>
<tr>
<td>En route navigation</td>
<td>2-2</td>
</tr>
<tr>
<td>En route obstacle clearance areas</td>
<td>2-18</td>
</tr>
<tr>
<td>Primary and secondary en route obstacle clearance areas</td>
<td>2-19</td>
</tr>
<tr>
<td>En route reporting procedures</td>
<td>2-46</td>
</tr>
<tr>
<td>En route safety considerations</td>
<td>2-52</td>
</tr>
<tr>
<td>Equipment requirements</td>
<td>4-17</td>
</tr>
<tr>
<td>Example approach briefing</td>
<td>4-46</td>
</tr>
</tbody>
</table>

**F**

<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Feeder routes</td>
<td>4-49</td>
</tr>
<tr>
<td>Final approach fix (FAF) altitude</td>
<td>4-19</td>
</tr>
<tr>
<td>Final approach segment</td>
<td>4-53</td>
</tr>
<tr>
<td>Flight and navigation equipment</td>
<td>7-2</td>
</tr>
<tr>
<td>Flight Information Service—Broadcast (FIS-B)</td>
<td>4-4</td>
</tr>
<tr>
<td>Flight level (FL)</td>
<td>2-43</td>
</tr>
<tr>
<td>Flight Management System (FMS)</td>
<td>4-33</td>
</tr>
<tr>
<td>Flights in a radar environment</td>
<td>2-46</td>
</tr>
<tr>
<td>Fuel state awareness</td>
<td>2-52</td>
</tr>
</tbody>
</table>

**G**

<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Generator failure</td>
<td>A-2</td>
</tr>
<tr>
<td>Global Navigation Satellite System (GNSS)</td>
<td>2-2</td>
</tr>
<tr>
<td>GPS overlay of nonprecision approach</td>
<td>4-62</td>
</tr>
<tr>
<td>GPS stand-alone/RNAV (GPS) approach</td>
<td>4-62</td>
</tr>
<tr>
<td>Ground-Based Augmentation System (GBAS)</td>
<td>4-26</td>
</tr>
<tr>
<td>Ground communication outlet</td>
<td>1-43</td>
</tr>
</tbody>
</table>

**H**

<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hazardous Inflight Weather Advisory Service (HIWAS)</td>
<td>4-4</td>
</tr>
<tr>
<td>Head-Up Displays (HUD)</td>
<td>5-7</td>
</tr>
<tr>
<td>Helicopter approaches to VFR heliports</td>
<td>7-14</td>
</tr>
<tr>
<td>Helicopter flight manual (HFM)</td>
<td>7-3</td>
</tr>
<tr>
<td>Helicopter flight manual limitations</td>
<td>7-3</td>
</tr>
<tr>
<td>Helicopter IFR alternates</td>
<td>7-8</td>
</tr>
<tr>
<td>Part 91 operators</td>
<td>7-8</td>
</tr>
<tr>
<td>Part 135 operators</td>
<td>7-9</td>
</tr>
<tr>
<td>Helicopter IFR Takeoff Minimums</td>
<td>7-8</td>
</tr>
<tr>
<td>Helicopter instrument approaches</td>
<td>7-9</td>
</tr>
</tbody>
</table>
Standard instrument approach procedures to an
airport ................................................................. 7-9
Helicopter Instrument Flight Rule (IFR)
certification ...................................................... 7-2
Helicopters flying standard instrument approach
procedures (SIAP) ............................................. 7-9
Helicopter VFR minimums .............................. 7-8
High altitude area navigation routing .............. 2-7
High performance holding ............................. 2-52
Holding patterns ........................................... 3-21

I
IFR alternate requirements .................................. 1-12
IFR cruising altitude or flight level ...................... 2-42
IFR en route altitudes ...................................... 2-35
IFR heliports .................................................. 7-17
ILS approaches .............................................. 4-68
ILS approach categories .................................. 4-69
ILS approaches to parallel runways .................. 4-64
Parallel (dependent) ILS approaches ................. 4-71
Simultaneous close parallel ILS precision
runway monitor (PRM) approaches ................. 4-75
Simultaneous parallel ILS approaches ............... 4-71
Inadvertent icing encounter ............................ A-2
Precipitation static .......................................... A-2
Inadvertent IMC ............................................ 7-16
Inadvertent Instrument Meteorological Condition
(IIMC) ............................................................... A-4
Inadvertent thunderstorm encounter ................ A-1
Initial approach segment .................................. 4-53
Instrument approach charts ............................. 4-9
Instrument approaches .................................... 4-20
Instrument approach procedure (IAP) briefing ... 4-33
Instrument approach procedure segments ........ 4-49
Instrument failure .......................................... A-3
Intermediate approach segment ....................... 4-53
Interpreting the STAR ..................................... 3-12

L
Lateral navigation/vertical navigation
(LNAV/VNAV) equipment .................................. 3-6
LF/MF airways ................................................... 2-18
Localizer approaches ....................................... 4-87
Localizer back course ...................................... 4-87
Localizer DME ................................................ 4-87
Localizer-Type Directional Aid (LDA) .............. 4-87
Locator outer markers (LOMs) ......................... 6-16
Loss of situational awareness (SA) .................... A-3
Low, close-in obstacles ................................... A-18
Lowest usable flight level ............................... 2-43

M
Maintaining aircraft control ............................ A-4
Assistance ...................................................... A-4
Maximum authorized altitude (MAA) ............... 2-36
Maximum holding speed ................................ 2-52
Minimum crossing altitude (MCA) .................... 2-40
Minimum descent altitude (MDA) .................... 4-20
Minimum en route altitude (MEA) ................... 2-35
Minimum Equipment List (MEL) ..................... 7-5
Minimum IFR altitude (MIA) ......................... 2-40
Minimum obstruction clearance altitude (MOCA) 2-36
Minimum reception altitude (MRA) ................. 2-35
Minimum safe altitudes (MSAs) ...................... 4-19
Minimum turning altitude (MTA) .................... 2-38
Minimum vectoring altitudes (MVA) ................. 2-41
Missed approach ........................................... 4-39
Missed approach segment ............................. 4-54
Monitoring of navigation facilities ................. 2-29

N
National Aeronautical Navigation Products
(AeroNav Products) .......................................... 1-2, 2-6
NAVAID accuracy check ................................. 2-29
Airborne VOR check ....................................... 2-31
Dual VOR check ............................................ 2-31
NDB accuracy check ...................................... 2-31
RNAV accuracy check ................................... 2-32
VOR accuracy ............................................... 2-29
VOR checkpoint signs .................................... 2-29
VOT ......................................................... 2-30
Navigational gaps .......................................... 2-29
Navigation and communication radios ............. 4-33
Navigation in the arrival environment ............. 3-2
NDB approach .............................................. 4-84
Next Generation Air Transportation System
(NextGen) ...................................................... 5-2
Automatic dependent surveillance-broadcast
(ADS-B) ...................................................... 5-2
NAS voice switch (NVS) ................................. 5-3
Next generation data communications ............. 5-3
Next generation network enabled weather
(NNEW) ...................................................... 5-3
System wide information management (SWIM) .... 5-2
NextGen existing improvements ..................... 5-3
Noise abatement procedures ......................... 1-42
Non-directional beacons (NDBs) .................... 6-16
Nonradar environment .................................. 4-56
Non-radar position reports ......................... 2-46
<table>
<thead>
<tr>
<th>Topic</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Off-airway routes</td>
<td>2-26</td>
</tr>
<tr>
<td>Off-route obstruction clearance altitude</td>
<td>2-27</td>
</tr>
<tr>
<td>One-engine-inoperative (OEI) takeoff obstacle</td>
<td>1-19</td>
</tr>
<tr>
<td>Operational limitations of airborne navigation</td>
<td>6-14</td>
</tr>
<tr>
<td>Operations in other countries</td>
<td>2-44</td>
</tr>
<tr>
<td>Operations specifications (OpsSpecs)</td>
<td>1-8</td>
</tr>
<tr>
<td>RNAV STAR transitions</td>
<td></td>
</tr>
<tr>
<td>RNAV minimum en route altitude</td>
<td>2-35</td>
</tr>
<tr>
<td>RNAV STAR transitions</td>
<td>3-12</td>
</tr>
<tr>
<td>Role of the avionics manufacturer</td>
<td>6-13</td>
</tr>
<tr>
<td>Role of the database provider</td>
<td>6-13</td>
</tr>
<tr>
<td>Runway hotspots</td>
<td>1-6</td>
</tr>
<tr>
<td>Runway incursions</td>
<td>1-5</td>
</tr>
<tr>
<td>Safe separation standards</td>
<td>2-4</td>
</tr>
<tr>
<td>Inflight requirements and instructions</td>
<td>2-6</td>
</tr>
<tr>
<td>Sectors</td>
<td>2-5</td>
</tr>
<tr>
<td>See and avoid techniques</td>
<td>1-44</td>
</tr>
<tr>
<td>Simplified Directional Facility (SDF)</td>
<td>4-88</td>
</tr>
<tr>
<td>Simultaneous offset instrument approaches</td>
<td>4-79</td>
</tr>
<tr>
<td>Stabilization and Automatic Flight Control</td>
<td></td>
</tr>
<tr>
<td>System (AFCS)</td>
<td>7-2</td>
</tr>
<tr>
<td>Aerodynamic surfaces</td>
<td>7-2</td>
</tr>
<tr>
<td>Autopilot systems (APs)</td>
<td>7-3</td>
</tr>
<tr>
<td>Flight directors (FDs)</td>
<td>7-3</td>
</tr>
<tr>
<td>Stability Augmentation Systems (SAS)</td>
<td>7-2</td>
</tr>
<tr>
<td>Trim systems</td>
<td>7-2</td>
</tr>
<tr>
<td>Stabilized approach</td>
<td>4-36</td>
</tr>
<tr>
<td>Standardized taxi routes</td>
<td>1-6</td>
</tr>
<tr>
<td>Taxi and movement operations change</td>
<td>1-6</td>
</tr>
<tr>
<td>Standard Terminal Arrival Routes (STARS)</td>
<td>3-10</td>
</tr>
<tr>
<td>STAR procedures</td>
<td>3-16</td>
</tr>
<tr>
<td>STAR transitions</td>
<td>3-12</td>
</tr>
<tr>
<td>Storage limitations</td>
<td>6-15</td>
</tr>
<tr>
<td>Straight-in procedures</td>
<td>4-9</td>
</tr>
<tr>
<td>Substitute airway or route structures</td>
<td>2-9</td>
</tr>
<tr>
<td>Substitute airway en route flight procedures</td>
<td>2-9</td>
</tr>
<tr>
<td>Surface Movement Guidance Control System (SMGCS)</td>
<td>1-3</td>
</tr>
<tr>
<td>Clearance bar lights</td>
<td>1-3</td>
</tr>
<tr>
<td>Geographic position markings</td>
<td>1-3</td>
</tr>
<tr>
<td>Runway guard lights</td>
<td>1-3</td>
</tr>
<tr>
<td>Stop bars lights</td>
<td>1-3</td>
</tr>
<tr>
<td>Taxiway centerline lead-on light</td>
<td>1-3</td>
</tr>
<tr>
<td>Surface movement safety</td>
<td>1-2</td>
</tr>
<tr>
<td>Synthetic and enhanced vision systems</td>
<td>5-8</td>
</tr>
<tr>
<td>Developing combined technology</td>
<td>5-9</td>
</tr>
<tr>
<td>Enhanced Flight Vision System (EFVS)</td>
<td>5-8</td>
</tr>
<tr>
<td>Synthetic Vision System (SVS)</td>
<td>5-7</td>
</tr>
<tr>
<td>Takeoff minimums</td>
<td>1-8</td>
</tr>
<tr>
<td>Takeoff minimums for commercial operators</td>
<td>1-8</td>
</tr>
<tr>
<td>Telephone Information Briefing Service (TIBS)</td>
<td>4-4</td>
</tr>
<tr>
<td>Terminal arrival area (TAA)</td>
<td>4-59</td>
</tr>
<tr>
<td>Terminal instrument procedures (TERPS)</td>
<td>1-16</td>
</tr>
<tr>
<td>Terminal Routes</td>
<td>4-50</td>
</tr>
<tr>
<td>Tower en route control (TEC)</td>
<td>2-10</td>
</tr>
</tbody>
</table>
Tower en route control route descriptions ..........2-10
Transition to a visual approach ........................4-39

U
Users role ..........................................................6-14

V
Vectors to final approach course ..........................4-54
Vertical navigation ............................................4-23
Vertical navigation (VNAV) planning ......................3-4
VHF airways ......................................................2-18
Visibility ..........................................................1-10
Adequate visual reference ..................................1-11
Prevailing visibility ............................................1-10
Runway visibility value (RVV) .............................1-10
Runway visual range (RVR) ................................1-10
Mid-RVR ...........................................................1-11
Rollout RVR ........................................................1-11
Touchdown RVR ...............................................1-11
Tower visibility ..................................................1-10
Visual approaches .............................................4-56
Visual climb over airport (VCOA) .........................1-42
Visual flight rules (VFR) departures .......................1-44
VOR approach .................................................4-80

W
Waypoints ..........................................................2-32
Floating waypoints ............................................2-32
User-defined waypoints ....................................2-32
Weather and the departure environment ...............1-8
Weather considerations .....................................4-2
Weather regulatory requirements .......................4-6
Part 91 operators ..............................................4-6
Part 121 operators ............................................4-7
Part 135 operators ............................................4-7
Weather sources ..............................................4-2
Wide Area Augmentation System (WAAS) ..............3-6, 4-23
Advantages of WAAS enabled LPV
Approaches .....................................................4-23
Benefits of WAAS in the airport environment ........4-23