Examples of Ground-Based Pyrotechnics Special Provisions 5/26/2005

As appropriate, in addition to the applicable special provisions in Air Show, Air Race, Balloon or Parachuting Special Provisions, include the following special provisions/restrictions for events that will use ground-based pyrotechnics, if the ground-based pyrotechnics will be installed and/or detonated anywhere on the airport surface.

1.  Ground-based pyrotechnics (pyro) shall not be placed on and/or detonated in any safety area(s) defined by 14 CFR part 139, § 139.309, and described in the airport certification manual if any certificated air carrier or commercial operator will be conducting revenue operations on the adjacent airport movement area(s) during the time period beginning when ground-based pyro are installed and ending when the ground-based pyro have been expended and/or safely removed and secured.

2.  For all other public use airports, ground-based pyro shall not be placed on and/or detonated in any safety area(s) as defined in AC 150/5300-13, Airport Design, Tables 3-1, 3-2, or 3-3, as appropriate, if any non-participating aircraft will be operating on the adjacent airport movement area(s) during the time period beginning when ground-based pyro are installed and ending when the ground-based pyrotechnics have been expended and/or safely removed and secured.

3.  The restricted movement plan must be approved by the airport manager and/or other appropriate official(s) if non-participating aircraft operations will be restricted to provide adequate separation from ground-based pyro.  This is to assure the safety of the aircraft relative to the use of ground-based pyro. 

4.  The placement and planned use of ground-based pyro must be thoroughly reviewed in the event participants’ briefing as required by special provision [enter number].

5.  The placement and planned use of ground-based pyro must be approved by the airport manager and/or other appropriate official(s).

Note:  Consult with airport manager on location of airport safety areas.

6.  All pilots, those performing with pyro and those that are not, must be aware when pyro is going to be used during the air show.  It is a mandatory briefing requirement for the pyro contractor's pyro-shooter-in-charge (PSIC) to give a pyro overview during the general briefing for all performers in accordance with the attached FAA accepted Pyro Briefing Card (Dated 05-01-04).  The PSIC must sign the briefing card attesting that the briefings were conducted in accordance with requirements established on the briefing card.

