APPENDIX D


PRs received since the FIT/5 meeting held in April 2002
	PR #
	Problem Report Title
	Region
	Air or Ground
	Comments/Notes/Description
	Status

	10092
	Connection Failure
	NOPAC
	Airplane/Ground
	Uplink(FN_AK) failure via VHF Datalink 
	Open

	10093
	Transfer Failure (East bound)
	CENPAC
	Airplane/Ground
	Uplink(EOS) failure via SATCOM
	Lesson

	10094
	Concatenated ADS Reports & CPDLC Messages
	CENPAC
	Ground
	It is concerning the way for DSP to assemble multiply blocked down link messages into original message. 
	Open

	10095
	Rejected ADS Report
	NOPAC
	Airplane
	A message consisting of multiple elements of NAK+ACK+PERIODIC REPORT was down linked
	In Progress

	10096
	ADS Contract Failure
	CENPAC
	Airplane/Ground
	ADS periodic report request failure via VHF Datalink
	In Progress

	10097
	Unjust Aircraft Position Display
	NOPAC
	Airplane/Ground
	Periodic Report’s transmission delayed (approximately 54 min) 
	In Progress

	10098
	Rejected ADS Report
	NOPAC
	Ground
	ATS End system up linked ADS Periodic Report Request, in response to which it received NAK, then, ACK+ ADS Periodic Report 
	In Progress

	10099
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 17min)
	Ready

	10100
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 8min)
	Ready

	10101
	Connection Failure
	NOPAC
	Airplane/Ground
	no logon information (FN_CON) was delivered to the ATS End system. 
	In Progress

	10102
	Connection Failure
	NOPAC
	Airplane
	DR1 Received.
	In Progress

	10103
	Unjust Aircraft Position Display
	NOPAC
	Airplane
	Improper Fixed Intent information. B747 ADS problem
	In Progress

	10104
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 6hour)
	Ready

	10105
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 50min)
	Ready

	10106
	Incorrect ADS Report
	NOPAC
	Airplane
	Improper Fixed Intent information. A340 ADS problem.
	In Progress

	10107
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 6hour)
	Ready

	10108
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 6hour)
	Ready

	10109
	DWLK Delay / UPLK Failure
	NOPAC
	Ground
	DSP failure (duration of 6hour)

	Ready

	10110
	Incorrect ADS Report
	NOPAC
	Airplane
	Improper Fixed Intent information. B747 ADS problem.
	In Progress

	10111
	CPDLC Message Decode Error
	NOPAC
	Airplane
	A problem in the avionics. 
	Open

	10112
	Transfer Failure (West bound)
	NOPAC
	Airplane/Ground
	FN_CAD arrived before the NDA ?
	In Progress

	10113
	Connection Failure
	CENPAC
	Airplane/Ground
	No logon information (FN_CON) was delivered to the ATS End system. 
	In Progress

	10114
	ADS EMG Report Received
	NOPAC
	Airplane
	Inadvertent Activation of ADS EMG Mode
	Lesson

	10115
	Unjust Aircraft Position Display
	NOPAC
	Airplane/Ground
	Periodic Report’s transmission delayed (approximately 53 min) 
	In Progress

	10116
	CPDLC Message Decode Error
	NOPAC
	Airplane
	A problem in the avionics. 
	In Progress

	10117
	ADS Aircraft Traget Deviated from Route on ATC Display
	NOPAC
	Ground
	ATS End System does not use Intermediate intent in Periodic Report for Aircraft Position Display
	Ready

	10118
	Unrecognized MSG Reference Number
	NOPAC
	Ground
	A message up linked earlier was gotten ahead of by another message up linked later
	Open

	10119
	CPDLC Message Decode Error
	NOPAC
	Airplane
	A problem in the avionics. 
	Open

	10120
	Same content CPDLC message was received repeatedly down linked
	
	Airplane
	A problem in the avionics. 

	Ready

	10121
	CPDLC Message Decode Error
	NOPAC
	Airplane
	A problem in the avionics. 

	Ready

	10122
	DWLK Delay / UPLK Failure
	NOPAC
	
	DSP failure (duration of 30 min)
	Ready

	10123
	Incorrect ADS Report
	NOPAC
	Airplane
	Improper Pred. Route(Next+1).

A problem in the avionics. 
	In Progress

	10124
	DWLK Delay / UPLK Failure on certain aircraft
	NOPAC
	
	DSP failure (duration of 58 min)

	In Progress

	10125
	Connection Failure
	NOPAC
	Airplane
	Since the ATS End system was under system failure, it notified the aircraft of the fact via SVC MSG. 
	Ready

	10126
	Puzzling response was downlinked 
	NOPAC
	Airplane
	Pilot Operational Issue
	Ready

	10127
	DWLK Delay / UPLK Failure
	NOPAC
	
	DSP failure (duration of 8 hour)
	Ready

	10128
	CPDLC Message Decode Error
	NOPAC
	Airplane
	A problem in the avionics

	Ready

	10129
	DWLK Delay / UPLK Failure
	NOPAC
	
	DSP failure (duration of 30 min)


	Ready

	10130
	Transfer Failure (West bound)
	NOPAC
	Airplane/Ground
	Next Center’s system received DR1
	In Progress

	10131
	Connection failure
	NOPAC
	Airplane
	The aircraft was not planned to fly over oceanic data link area
	Ready

	10132
	Transfer Failure (East bound)
	NOPAC
	Airplane/Ground
	Active Center’s system received FN_COMP(Reason Code=1)
	In Progress

	10133
	Transfer Failure (West bound)
	NOPAC
	Airplane/Ground
	An ATSU of FIR (to which no flight was planned) was automatically displayed as the Next CTR on its display
	Waiting

	10134
	Transfer Failure (West bound)
	NOPAC
	Airplane/Ground
	The aircraft failed to logon the next FIR in spite of several trials, after a failure of auto-transfer from the previous FIR. 
	Waiting

	401
	Downlink Message Contained No Message Element
	NOPAC
	Airplane
	A 777 Airplane sent a downlink which contained only the header (including MIN and time stamp), six filler bits (to make the message end on a word boundary) and a CRC.
	

	425
	Pilot received altitude clearance he didn't know he'd requested
	NOPAC
	Airplane (procedure)
	It was reported that on 16 March 2002, a 747-400 experienced a problem with a downlink. After sending a request for a weather deviation, a clearance was received for a climb to FL360. The printed log (included with the PR) shows that the downlink from the FMC included a request for the climb. The PR indicated that the crew had not inserted this request.

Review of the logs revealed that the request for an altitude clearance had indeed been included in the downlinked weather deviation request.

Based on the altitude difference (3000 ft from current) and it being only 30 minutes after take-off, it is believed that this was a message left over from the previous flight, and that the pilot had not carefully reviewed the VERIFY REQUEST page prior to transmission of the request. 
	


