 Category II/III Approval Job Aid (Avionics/Airworthiness
)
	 
	
	CAT II/III APPROVAL JOB AID
	

	
	
	OPERATOR NAME:       
	

	
	
	14 CFR PART: 121  FORMCHECKBOX 
 125  FORMCHECKBOX 
 135 FORMCHECKBOX 
 91K  FORMCHECKBOX 
 91  FORMCHECKBOX 

	Date:     

	
	
	Application for:  CAT II  FORMCHECKBOX 
   CAT III  FORMCHECKBOX 
    Authorization
	

	
	
	Previous CAT II: Yes  FORMCHECKBOX 
 No  FORMCHECKBOX 
                     
CAT III: Yes  FORMCHECKBOX 
 No 
 FORMCHECKBOX 

	

	
	
	New Aircraft to operator: Yes  FORMCHECKBOX 
 No  FORMCHECKBOX 

	

	
	
	Upgraded equipment on existing aircraft:  Yes  FORMCHECKBOX 
 No  FORMCHECKBOX 
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�Autoflight/autoland


Autoflight/manual land/HGS/manual land/Hybrid//29A/5.8//28D/5.8


�29A/9.2.b//28D/9.2


�29A/9.2.b(2)//28D/9.2.2


�Including managers, QA personnel and any contract or vendor personnel 29A/9.2(3)//28D/9.2(3)


�TC,STCs records(status)EOs, Ads, Service Bulletins, etc. 29A/9.2(4)//28D/9.2(4)


�Other than specified in AFM, TC or STC 29A/9.2(5)//28D/9,2(5) 


�Other than specified in AFM, TC or STC 29A/9.2(5)//28D/9,2(5)


�29A/9.2.b(6)//28D/9.2.6


�29A/9.2.b(7)//28D/9.2.7


�Including procedures which define, monitor and report chronic and repetitive discrepancies 29A/9.2 (8&9)//28D/9.2(8&9)


�29A/9.2(10)//28D/9.2(10)


�Including coordination procedures between Mx Control, Engineering, Ops and Dispatch 29A/9.2(11)//28D/9.2(11)


�29A/9.2(12)//28D/9.2(12)


�29A/9.2(13)/9.5


//28D/9.2(13)


�29A/9.2(14)//28D/9.2(14)


�Systems Ground Check and/or actual logged approach and landing every 6 months for CAT II and every 30 days for CAT III or as specified by the avionics manufacturer (as applicable) 29A/9.2(15)/9.6//28D/9.2(15)/9.6


�29A/9.3.3,4,7,9//28D/9.3.3,4,7,9


�29A/9.3//28D/9.3 


�Should be accomplished annually or after 6 months of not being involved 29A/9.3//28D/9.3 


�To include mechanics, maintenance control personnel, avionics technicians, QC and reliability personnel, inspection and stores or equivalent personnel, and all contractors, sub-contractors and/or vendors as applicable 29A/9.3//28D/9.3 


�Examples include classroom, “hands-on” for personnel assigned aircraft maintenance, CBI, aircraft simulator, airplane29A/9.3.1//28D/9.3.1


�Operational concepts, aircraft types and LMM system descriptions, aircraft variants and differences as applicable, procedures, manual or technical references and locations, tools and test equipment and their use, signoffs required, interdepartmental coordination, MEL 29A/9.3(2)//28D9.3(2)


�29A/9.3(3)// 28D/9.3(3)


�29A/9.3(4)// 28D/9.3(4)


�29A/9.3(5)// 28D/9.3(5)


�29A/9.3(6)// 28D/9.3(6)


�29A/9.3(7)// 28D/9.3(7)


�29A/9.3(8)// 28D/9.3(8)


�29A/9.3(9)// 28D/9.3(9)


�29A/9.4//28D/9.4


�29A/9.4//28D/9.4


�29A/9.4//28D/9.4


�29A/9.5//28D/9.5


�29A/9.5//28D/9.5


�29A/9.5//28D/9.5


�29A/9.5//28D/9.5


�29A/9.5//28D/9.5


�29A/9.6//28D/9.6


�29A/9.6//28D/9.6


�29A/9.6//28D/9.6


�29A/9.6//28D/9.6


�29A/9.7//28D/9.7


�29A/9.7//28D/9.7


�Total number of satisfactory approaches tracked, total number of unsatisfactory approaches tracked and reason (aircraft system, ground facility, ATC, etc), total number of satisfactory autolands tracked, total number of unsatisfactory autolands tracked and reason (aircraft system, ground facility),total unscheduled removals of LMM components 29A/9.7//28D/9.7


�29A/10.1//28D/10.1


�29A/9.3//28D/9.3


�29A/9.2.3//28D/9.2.3


�29A/9.3.2//28D/9.3.2


�29A/9.7//28D/9.7


�29A/9.5//28D/9.5





