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	[bookmark: OLE_LINK11][bookmark: OLE_LINK12]Technical Operations Checklist for CAT II/III Operations (Order 8400.13E, Appendix D)

	Runway:       
	Airport:                
	City:                      
	State:       

	This checklist is to verify that the equipment for the runway listed above meets the requirements to provide the required performance in support of the proposed CAT II/III approach and landing operations.


	CAT II RVR 1600 (II/D/2):
	|_|Yes |_|No
	CAT III 700 RVR (III/D/3):
	|_|Yes |_|No

	CAT II RVR 1200 (II/D/2):
	|_|Yes |_|No
	CAT III 600 RVR (III/E/3):
	|_|Yes |_|No

	CAT II RVR 1000 (II/D/2):
	|_|Yes |_|No
	CAT III 300 RVR (III/E/4):
	|_|Yes |_|No

	
Confirm that all ground system requirements in Order 8400.13 applicable to TechOps are met. Completion of this checklist should reflect achieved/completed status, not planned actions. The checklist can be completed with items still in progress at the discretion of the assigned AFS-400 member. When all portions of this checklist are complete, please return the checklist expeditiously to the assigned AFS-400 member in order to preclude delay of CAT II/III service to the users.  Once approval is granted, Flight Standards will issue authorization for CAT II/III operations.

	
I. General Information: Immediately upon initiation of this checklist, please provide the assigned AFS-400 member (listed below) with the name and telephone number of your CAT II/III coordinator for monitoring the accomplishment of your checklist.


	AFS-400 Member:         
	Phone Number        

	Alternate:         
	Phone Number:        

	

	Please set monitor alarms to CAT II tolerances and initiate CoS.

	II. General Data.

	A.	Facility ID:         

	B.	Glideslope (GS) Angle:         degrees.

	C.	Published Threshold Crossing Height          feet.

	This checklist should reflect current equipment. Describe any known deficiencies in this equipment that would affect potential CAT II-III operations and any planned equipment changes necessary for CAT II-III operations.
        




	



III. ILS Systems. (Ref. AC 120‑118 and Order 6750.24.)

	A.	Localizer (LOC) and GS equipment and array type (e.g., Mark 20 and 14‑element, capture-effect, etc.)

	(1) LOC/array type:         

	(2) GS equipment type:        

	(3) Far Field Monitor installed: 	
	|_|Yes |_|No

		B.	Facility is certified for and capable of maintaining the required performance classification (Ref Order 6750.24)
	|_| II/D/2	|_| III/D/3
|_| III/E/3	|_| III/E/4	|_| No




	(1) Facility certified and maintained to CAT II or CAT III  |_|CAT II  |_|CAT III  |_|No

	CAT II/III Monitor Start Date:
	        
	CAT II/III Flight Inspection Date:
	        

	[bookmark: _GoBack]Estimated CoS Start Date:	     
	         
	Estimated CoS Completion Date:
	        

	Commencement/Completion of CoS burn-in is not a prerequisite for OEG checklist signature.  If procedure charts prior to CoS requirements being met, a NOTAM must be published to N/A the procedure until burn-in is complete.

	C.	Remote Status Monitors (LOC/GS) (Ref. Order 6750.16)	
	|_|Yes |_|No

	Location(s):
	LOC:          
	GS:          

	D.	Marker Beacons: (Ref. Order 6750.16)

	(1) Outer Marker installed (not required):	
	|_|Yes |_|No

	(2) Middle Marker installed (not required):	
	|_|Yes |_|No

	(3) Inner Marker installed: (for “RA NA”  CAT II operations)	
	|_|Yes |_|No

	E.	Approach Light System (Ref. Order JO 6850.2) installed:	
	|_|Yes |_|No

	(1) Monitored (Ref. Order 6750.24)?	
	|_|Yes |_|No

	Submit Approach Light System Plan and Profile as-built drawings to the assigned AFS-400 member for forwarding to Flight Procedures.

	F. The localizer and glideslope critical areas are adequate to support CAT II/III operations:	
	|_|Yes |_|No

	(1) Are the LOC and GS critical areas standard (Ref. Order 6750.16)?	
	|_|Yes |_|No

	(2) If critical areas are non-standard, provide a description and attach critical area drawings:
        

	This checklist should reflect current equipment. Describe any known deficiencies in this equipment that would affect potential CAT II-III operations and any planned equipment changes necessary for CAT II-III operations:
        


	IV. Runway Visual Range (RVR) Equipment. (1600 RVR, one sensor required; 1200 RVR, two sensors required; runway exceeding 8000 feet and RVR below 1600 requires midpoint RVR in addition to TDZ and rollout; CAT III operations, three sensors required. Ref. Orders 6750.24 and 6560.10.) 

	A. Installed in accordance with AC 97‑1 and Order 6560.29:	
	|_|Yes |_|No

	B. Type equipment (Make/Model):          

	(1) Touchdown installed:	
	|_|Yes |_|No

	(2) Midpoint installed:	
	|_|Yes |_|No

	(3) Rollout installed:	
	|_|Yes |_|No

	(4) Far-End installed (not required):	
	|_|Yes |_|No

	This checklist should reflect current equipment. Describe any known deficiencies in this equipment that would affect potential CAT II-III operations and any planned equipment changes necessary  for CAT II-III operations:
        




	

	V. Electrical Power Requirements. Indicate whether the following components meet CAT II standards for backup power and power transfer (Ref. Order 6950.2)                            (Enter “NA” if not installed)

	A. Localizer	
	|_|Yes |_|No
	

	B. Glideslope	
	|_|Yes |_|No
	

	C. Outer Marker	
	|_|Yes |_|No |_|NA
	

	D. Middle Marker	
	|_|Yes |_|No |_|NA
	

	E. Inner Marker	
	|_|Yes |_|No |_|NA
	

	F. RVR (Touchdown)	
	|_|Yes |_|No
	

	G. RVR (Midpoint)	
	|_|Yes |_|No |_|NA
	

	H. RVR (Rollout)	
	|_|Yes |_|No |_|NA
	

	I. ALSF-1/2	
	|_|Yes |_|No 
	

	This checklist should reflect current equipment. Describe any known deficiencies in this equipment that would affect potential CAT II-III operations and any planned equipment changes necessary for  CAT II-III operations:
        

	







VI. Siting Standards. Confirm the following NAVAIDs meet siting standards (Ref. Order 6750.16):

	Localizer Antenna:
	|_|Yes |_|No
	Glideslope Mast/Antenna:
	|_|Yes |_|No

	This checklist should reflect current equipment. Describe any known deficiencies in this equipment that would affect potential CAT II-III operations and any planned equipment changes necessary for  CAT II-III operations:
        

	

	VII. Additional Information:

	A.	List all approved and pending National Airspace System (NAS) Change Proposals (NCP) applicable to the facilities in this checklist (ILS, approach lights, RVR, etc.):          

	B. Indicate the Tech Ops Systems Support Center and hours of coverage for qualified technicians on duty at the airport for this system:         

	     
	
	
	
	     

	Category II/III Coordinator (Print)
	Signature
	Date

	     
	
	
	
	     

	Manager or Authorized Representative, Service Area Operations Engineering Group (Print)
	Signature
	Date



