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Project Name: FCM ILS OR LOC RWY 10R

Project Reason: Visibility Initiative (Garmin) - Update IAP visibility minimums IAW Order 8260.3, Chapter 3, Section 3-3.
Visibility Minimums.

Last Updated By: Timothy Johnson

Last Updated At: 2026-07-09 19:00:01.154774

Status: Active

!FDC 6/4379 FCM IAP FLYING CLOUD, MINNEAPOLIS, MN. ILS OR LOC RWY 10R, AMDT 3D... S-LOC 10R CAT C
VISIBILITY 1. GOBKE FIX MINIMUMS S-LOC 10R CAT C VISIBILITY 5/8. CHART NOTE: AUTOPILOT COUPLED
APPROACH NA BELOW 1425. DELETE *LOC ONLY. CHART NOTE: FOR INOPERATIVE ALS, INCREASE S-LOC 10R
CATS C/D VISIBILITY TO 1 3/8 SM AND GOBKE FIX MINIMUMS S-LOC 10R CATS C/D VISIBILITY TO 1 SM. CHANGE
ALTIMETER NOTE TO READ: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MSP ALTIMETER SETTING;
INCREASE S-ILS 10R DA TO 1140 FEET; INCREASE ALL MDAS 40 FEET AND CIRCLING VISIBILITY CAT D 1/4 SM,
GOBKE FIX MINIMUMS S-LOC 10R VISIBILITY CATS C/D 1/8 SM, GOBKE FIX MINIMUMS CIRCLING VISIBILITY CAT D
1/4 SM. THIS IS ILS OR LOC RWY 10R, AMDT 3E. 2607091859-PERM
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