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The enclosed Standard Instrument Approach Procedures, Departure
Procedures/Takeoff Minimums and Fix Actions are effective as indicated.

By amending: §97.23 VOR, VOR/DME, VOR or TACAN, and VOR/DME or TACAN; §97.25 LOC, LOC/DME, LDA,
LDA/DME, SDF, SDF/DME; §97.27 NDB, NDB/DME; §97.29 ILS, ILS/DME, MLS, MLS/DME,
MLS/RNAYV; §97.31 RADAR SIAPs; §97.33 RNAV SIAPs; and §97.35 COPTER SIAPs,  Identified asfollows:
............................... EFFECTIVEUPONPUBLICATION

AIRAC DATE STATE CITY AIRPORT FDC NUMBER FDC DATE SUBJECT
12/26/2024 ME |Presque Isle| Presque Isle 4/1153 11/8/2024 VOR RWY 19,
Intl Amdt 10C

AIRAC Date: 26 DECEMBER 2024

FDC 4/1153 PQI IAP PRESQUE ISLE INTL, PRESQUE ISLE, ME. VOR RWY 19, AMDT 10C...
CIRCLING CAT C MDA 1320/HAA 786, CAT D MDA 1380/HAA 846. FEBOB FIX MINIMUMS: S-
19 MDA 1080/HAT 546 ALL CATS, VIS 1 5/8 SM CAT C. CIRCLING CAT C MDA 1320/HAA
786, CAT D MDA 1380/HAA 846. MISSED APPROACH INSTRUCTIONS: CLIMB TO 1400
THEN CLIMBING RIGHT TURN TO 2800 DIRECT PQI VOR/DME AND HOLD, CONTINUE
CLIMB IN HOLD TO 2800. EQUIPMENT REQUIREMENTS NOTES: DME REQUIRED. CHART
NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE HUL ALTIMETER
SETTING: INCREASE ALL MDAS 100 FEET AND S-19 VISIBILITY CATS C AND D 1/2 SM,
AND CIRCLING VISIBILITY CATS A AND D 1/4 SM AND CAT C 1/2 SM. FEBOB FIX
MINIMUMS: INCREASE S-19 VISIBILITY CATS C AND D 1/4 SM, AND CIRCLING VISIBILITY
CAT C 1/2 SM AND CAT D 1/4 SM. CHART NOTE: VDP NA WITH HUL ALTIMETER SETTING.
CHART NOTE: CIRCLING RWY 10 NA AT NIGHT. CHANGE VDP TO READ: VDP AT 3.46
DME, DISTANCE VDP TO THLD 1.26 NM. ALTERNATE MINIMUMS: STANDARD - CAT C 800-
2 1/4, CAT D 900-2 3/4- NA WHEN LOCAL WEATHER NOT AVAILABLE. THIS IS VOR RWY
19, AMDT 10D. 2411081251-PERM
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