RNAV - STANDARD

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cedings are in feet

FEDERAL AVIATION ADMINISTRATION

TITLE 14 CFR PART 97.33

above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE |LNAV: UCAKE
GDM VOR/DME {IF/IAF) SCROB (FB) 022.91/8.89 3000
SCROB (FAF) BUDAC/.70 NM TO UCAKE 022.93/4.41 1900 ——
(FB) CLIMB TO 3400 DIREGT QOSNU AND HOLD.
BUDAC/1.70 NM TO UCAKE UCAKE (MAP) (FO) 022.94/1.70
UCAKE (MAF) 1440 MSL 022.94
1440 MSL QOSNU (FO) 3400
ADDITIONAL FLIGHT DATA:
HOLD NE, LT, 202.95 INBOUND,
FAS OBST: 1500 AAO 424610N/0720015W
FAC CROSSES MID POINT OF RWY 16-34.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {1AF)
2. HOLD SW GDM VOR/DME, RT, 022.91 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 02293 FAF:SCROB DISTFAF TO MAP: 611 THLD:
4. MIN. ALT: GDM VOR/DME 3000, SCROB 3000, BUDAC/1.70 NM TO UCAKE 1900 *
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
5. MIN GS INCPT: GS ALT AT: om: MM: M
7. GS ANGLE: TCH:34:1 18 NOT CLEAR
8. MSA FROM: UCAKE 4400 MAG VAR: 14W EPOCH YEAR: 1970
MINIMUMS '
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA] DH/MDA Vis HAT/HAA|DH/MDA Vis HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS  |HAT/HAA
CIRCLING 1760 1 720 1760 1 720 NA NA
NOTES: '

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE KEENE ALTIMETER SETTING AND INCREASE @ NA WHEN LOCAL WEATHER NOT AVAILABLE. .
ALL MDA 120 FEET AND ALL CATS VISIBILITY 1/4 MILE. ) "*’-;’/,
CHART NOTE: DME/DME RNP-0.3 NA. < 3

CHART NOTE: PROCEDURE NA AT NIGHT. A4
(SEE FORM 8260-10) A, 2
CITY AND STATE ELEVATION: 1040 TDZE: FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE: SUP: o
JAFFREY, NH AIRPORT NAME: IDENTIFIER: RNAV (GPS)-B, ORIG ANMDT. NONE
RNAV 29MAY 2014 -
JAFFREY AIRPORT-SILVER RANCH DATED

FAA FORM 8260 - 3 / April 2006 {computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibiliies which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA,

* 2020 WHEN USING KEENE ALTIMETER SETTING.
CHART PLANVIEW NOTE: NOPT FOR ARRIVALS AT GDM VOR/DME ON AIRWAY RADIALS 179 CW 263.

ALy,
G,
) 4
CITY AND STATE ELEVATION: 1040 TDZE: FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |SUp:
JAFFREY, NH AIRPORT NAME: IDENTIFIER: RNAV (GPS)-B, ORIG ANIDT. NONE
RNAV 29MAY 201¢ :
JAFFREY AIRPORT-SILVER RANCH DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Aititudes are minimum aititudes uniess otherwise indicated.
W INSTRUMENT APPROACH PROCEDURE Cetlings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 3 7 8 g 0 1 2 3
NAVAID 123456789012345678%0123456783012345678%012345678501234567830123456783012345678901234567880123456789012345678901234567850123456789012
SUSAD GDM K6011060VDL N42324532W072032948 N42324532W072032948W0140011881 NARGARDNER
1 2 3 4 5 [ 7 8 S 0 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678501234567800123456789012345678901234567850123456789012345678580123456785012
SUSAEAENRT BUDAC K60 W N42455401W072004175 WQ147 NAR BUDAC
SUSAEAENRT QOSNU K60 W N42543081W071585123 w0148 NAR QOSNU
SUSAEAENRT SCROB K&60 C N42413236W072013752 Wol4a7 NAR SCROB
SUSAEAENRT UCAKE K60 C N42473480W072002023 W0147 NAR UCAKE
1 2 3 4 5 & 7 8 9 ¢ 1 2 3
AIRPORT 12345678901234567890123456789012345678501234567890123456789012345678%0123456789012345678901234567890123456789012345678%0123456789012
SUSAP KAFNK6AAFN Y 029YHN42481848W072001088W014001040 1800018000C MNAR JAFFREY AIRPORT-SILVER RANCH
1 2 3 4 5 3 7 8 2 o 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678201234567890123456789012345678901234567890123456789012
SUSAP KAFNK6FRNV-B AGDM 010GDM  K6D OVE AR HF 02290040 + 03000 18000 B JC
SUSAP KAFNK6FRNV-E R 010GDM KeéD 0V I IF + 03000 18000 B JC
SUSAP XKAFNK6FRNV-B R 0208CROBKEEAJE F 051TF 02290089 + Q3000 UCAKE K6EAB JC
SUSAP KAFNK&6FRNV-B R 0Z21BUDACKEEAOE S 031TF 02230044 + 01300 B JC
SUSAP KAFNK&FRNV-B R 030UCAKEK6EAOEY M 031TF 02230017 01760 000 B JC
SUSAP KAFNK6FRNV-B R 040 0 M Ch 0223 + 01440 B Jc¢
SUSAP KAFNKEFRNV-B R 05 0Q0SNUKEEACEY DF + 03400 B JC
SUSAP KAFNK6FRNV-B R 06 0QOSNUKE6EAQOEE L HM 20300040 + 03400 B JC
1 2 3 4 5 & 7 8 9 0 1 2 3
MSA 1234567B9012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012
SUSAP KAFNK6S3UCAKEK6EA 0 18018004425 M
CITY AND STATE ELEVATION: 1040 TDZE: FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gyup:
JAFFREY AIRPORT-SILVER RANCH 29MAY 201¢ AMDT: NONE
RNAV
N DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

o RNAV (GPS} STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
GDM GDM 010 IAF HEF R FO 022.81(008.5T) 004.0 AA 03000
GDM 010 FACF IF FB AA 03000
SCROB 020 FAF TF FB 0.5 022.9{(008.9T7) 008.9 AR 03000
BUDAC gz21 SDF TF FB 0.3 022.9(008.9T; 004.4 AA 01900
UCAKE a30 MAP TF FO 0.3 022.9{(008.97T} 001.7 AT 01760
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 022.9(008.9T) AR 01440
QOSNU 050 DF FO AR 03400
QOSNU 060 HM L FQO 203.0(18%.0T) 004.0 AR 03400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GDM N423245.32 W0720329.48 N4232.755 W07203.4591
BUDAC N424554.01 WO720041.75 N4245.%00 W07200.69¢6
QOSNU N425430.81 W0715851.23 N4254.514 WG7158.854
SCROB N424132.36 W0720137.52 N4241.538 W07201.625
UCAKE N424734.80 W0720020.23 N4247.580 W07200.337
CITY AND STATE ELEVATION: 1040 TDZE: FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |syup:
JAFFREY, NH AIRPORT NAME: IDENTIFIER: RNAV {(GPS)-B, ORIG
JAFFREY AIRPORT-SILVER RANCH 20MAY 201¢ AMDT: NONE
A
RNAV DATED:

FAA FORM 8280 - 10/ Aprif 2006 (Computer Generated)
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