ILS - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes urless otherwise indicated.  Cellings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
LOC: 7.56 MILES AFTER TIVNE INT/RADAR
CLIMB 10 1100 THEN CLIMBING RIGHT TURN TO 3000 ON
HEADING 087 AND ON RAV VORTAC R-193 TO BAARN INT/RAV
15.71 DME AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 1100 THEN CLIMBING LEFT TURN TO
3000 ON HEADING 077 AND ON HAR VORTAC R-102 TO BAARN
INT/HAR 21.05 DME AND HOLD
ADDITIONAL FLIGHT DATA:
HOLD SE, RT, 314.06 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD E
BAARN INT/HAR 21.05 DME, RT,
281.61 INBOUND.
CHART FAS OBST: 690 TREE 401214N/0765307W
779 AAO 401133.00N/0765524.00W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) gggg g&'}:ﬁq%u‘gg;‘m'- AIRPORT.
2. HOLDW TIVNE, RT, 082.19 INBOUND, 3000 FT. IN LIEU OF PT (IAF) CHART IN PLANVIEW (CFDRR) AT 400911.48N/0770546.88W
3. FAC: 08219 FAF: TIVNE INT/RADAR DIST FAF TO MAP: 7.56 THLD: 7.56
4. MIN. ALT. TIVNE INT/RADAR 2800, HORVI INT/RADAR 1340*
5. DIST TO THLD EROM OM: - MM: . M - 150HAT - 100HAT - GSANT 1071
6. MIN GS INCPT 2800 GS ALT AT TIVNE 2800 OM: . MM . M -
7. GS ANGLE: 3.00 TCH: 58.3
8. MSA FROM: HAR VORTAC 3600 MAG VAR: 11W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | [iLs:# LOC: @
CATEGORY =====> A B D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA]DH/MDA VIS  {HAT/HAA | DH/MDA VIS | HAT/HAA | DH/MDA VIS  |HAT/HAA
S-LS 8 834 11/4 492 834 11/4 492 834 11/14 492 834 11/4 492
S-L0C8 1340 1 1005 1340 1 1005 1340 2112 1008 1340 2112 1005
CIRCLING 1340 1114 993 1700 1112 1383 1700 1353 1700 3 1353
HORVI FIX MINIMUMS
S-LOC 8 840 1 605 940 1 605 940 138 605 940 13/8 605
CIRCLING 1200 11/4 853 1700 11i2 1353 1700 1353 1700 3 1353
NOTES:
CHART PLANVIEW NOTE: RADAR REQUIRED. # CAT A 1000-2, CAT B 1400-2, CAT C, D 1400-3
PR M Eo S e R A e
. ATH N
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE HARRISBURG INTL ALTIMETER SETTING. #@ NA WHEN CONTROL TOWER CLOSED.
SSEE FORM 8260-10)
CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
HARRISBURG, PA AIRPORT NAME: IDEN'T(I:F;(I“ER; ILS OR LOC RWY 8, AMDT 12 AMDT 11
CAPITAL CITY 24 JULY 2014 DATED  11/20/2008

FAA FORM 8260 - 3 / April 2006 {computer generated)
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clive bond
New Stamp


US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-ILS-8 ALL CATS VISIBILITY TO 1 3/4 MILE AND S-LOC-8 CAT A AND HORVI FIX MINIMUMS CAT A AND B VISIBILITY TO 1 MILE.

CHART NOTE: NIGHT LANDING RWY 12, 30 NA,

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |sup:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 8, AMDT 12 1
CXyY 24 JULY 2014 AMDT
CAPITAL CITY DATED: 11/20/2008

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 8 PAGES


clive bond
New Stamp


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 S 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD HAR  K6011250VTL N40180806W077041041 N40180806W077041041W0100013011 NARHARRISBURG
SUSAD RAV ~ K6011460VTL N40331221W076355777 N40331221W076355777W0110017501 NARRAVINE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BAARN K60 C L N40172935W076364078 W0l1l1l4 NAR BAARN
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYK6ACXY 0 050YHN40130170W076510490W011000347 1800018000C MNAR CAPITAL CITY
1 2 3 4 3 6 7 8 9 0 1 2 3
TRM WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYK6CCFDRR K60 W N40091148W077054688 w0111l NAR CNF (CFDRR)
SUSAP KCXYK6CTIVNE K60 c N40102942W077005077 w0112 NAR TIVNE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYK6FI08 ATIVNE Ol0TIVNEK6PCOEE AR HF RAV K6 231102960822T010D  + 03000 18000 0 NS
SUSAP KCXYK6FIOS I 010CFDRRK6PCOE I IF ICXYK6 26220125 PI J 030000280018000 0 NS
SUSAP KCXYK6FIO8 I 020TIVNEK6PCOE F CF ICXYK6 2622008508200040PI H 0280002800 -300HAR KéD 0 NS
SUSAP KCXYK6FIOS I 030RW08 K6PGOGY M CF ICXYK6 2622000908200076PI 00393 -300 0 NS
SUSAP KCXYK6FIO08 I 040 0 M cA 0822 + 01100 0 NS
SUSAP KCXYK6FIO8 I 050 0 VI 0870 0 NS
SUSAP KCXYK6FIO08 I 06 0BAARNKGEAOEY CF RAV K6 1930015701300030D  + 03000 0 NS
SUSAP KCXYK6FIO0S8 I 070BAARNK6EAOEE R  HM 3141T010 + 03000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYK6GRWOS8 0050010822 N40125613W076513074+0200 +0067700335000058150IICXY1
1 2 3 4 5 [ 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYK6IICXY1 010910RW08 N40131347W0765024260822N40130562W0765120370447 10710600300W01105800335 P
A
. r
CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: iLS OR LOC RWY 8, AMDT 12 DT
: 11
CAPITAL CITY LEXY 24 JULY 2014
DATED:  11/20/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 2 of & Pages



clive bond
New Stamp


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

ILS STANDARD ext:‘(‘apt HAT,‘HAA, TCH, and RA. Altitudes are minimum altitudes._ unles_s otherwise indicated.
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES « FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 & 7 8 9 0 1 2 3

MSA 123456785012345678901234567830123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456783012
SUSAP KCXYK6SHAR KéD 0 1so18003825 TTTTTTTTTmTmmmmmmmmmmmmmmmmmmme l:*! ____________

CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSUp-

HARRISBURG, PA AIRPORT NAME: IDENTIFIER: LS OR LOC RWY 8, AMDT 42
CAPITAL CITY 24 JULY 2014 AMDT: "
1-CXY
DATED:  11/20/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page i of & Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR,

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
TIVNE TIVHE 010 IAF HE R FO 082.20} T01.0 AA 03000
CFDRR 010 FACF IF FB An 03000 GI 02800
TIVNE 020 FAFP CF FB 082.0() 004.0 GI Dz800 GS 02800
RWO8 030 MAP CF FO 082,00 007.6 AT 00383
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 082.2() AA 01100
050 VI FB 087.00)
BAARN 060 CF FO 013.0() 003.0 AX 03000
BAARN a7¢ HM R FO 314.1¢) T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECsS LONG IN SECS LAT IN MINS LONG IN MINS
HAR N401808.06 W0770410.41 N4018.134 W07704.174
RAV N403312.21 W0763557.,77 N4033.204 W07635,963
BAARN N401729.35 W0763640.78 N4017.489 WO7636.680
CFDRR N400S511 .48 W0770546.88 N4009.151 W07705.781
TIVNE N401029.42 W0770050.77 N4010.490 W07700.846
RW08 N401256.13 W0765130.74 N4012.8936 W07651.512
ICXY (LOC) N401313.47 W0765024 .26 N4013.225 W07650.404
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW0O8 00235 58
CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: ILS ORLOC RWY 8, AMDT 12
CAPITAL CITY 24 JULY 2014 AMDT: 1
1-exy DATED:  11/20/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page g of X Pages



clive bond
New Stamp


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimurn altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 g 0 1 2 3
NAVAID 1234567890123456789012345678901234567890123456789012345678%012345678%0123456789012345678901234567890123456789012345678901234567858012
SUSAD HAR K6011250VTL N40180B06W077041041 N40180806W077041041W0100013011 NARHARRISBURG
SUSAD RAV K6011460VTL N40331221W076355777 N40331221W076355777W0110017501 NARRAVINE
1 2 3 4 Y 6 7 8 9 0 1 2 3
WP 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456788012345678901234567830123456789012
SUSAEAENRT BAARN K60 C L N40172935W076364078 Woll4 NAR BAARN
1 2 3 4 5 6 7 8 9 1] 1 2 3
AIRPORT 12345678901234567895012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901223456789012
SUSAP KCXYK8BACXY O 0S5Q0YHN40130170W076510490W011000347 1800018000C MNAR CAPITAL CITY
1 2 3 4 5 [3 7 8 9 o] 1 2 3
TRM WP 123456789012345678301234567830123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCXYKECCFDRR K60 W N40091148W077054688 W0111 NAR CNF (CFDRR)
SUSAP KCXYK6CHORVI K60 [ N40115799W076551311 Wol1z NAR HORVI
SUSAP KCXYK6CTIVHNE K60 C N40102342W077005077 Wo112 NAR TIVNE
1 2 3 4 5 [ 7 B8 9 g 1 2 3
SEGMENT 123456785012345678901234567890123456782012345678901234567890123456789012345678301234567890123456789012345678901234567890123456788012
SUSAP KCXYK6FLOS8 ATIVNE Q10TIVNEK6PCOEE AR HF RAV K6 231102560822T010D + 03000 180600 0 NS
SUSAP KCXYK&FLOS8 L O010CFDRRK6PCOE I IF ICXYKé 26220125 PI + 03000 18000 0 NS
SUSAP KCXYK6EFLOS8 L O20TIVNEKSPCOE F CF ICXYKé 2622008508200040PI + 02800 HAR KeD 0 NS
SUSAP KCXYK6FLOS L 021HORVIKEPCOE S CF ICXYKé 2622003508200046PI + 01340 -301 0 NS
SUSAP KCXYKEFLOS L Q30RW08 K6PGOGY M CF ICXYK& 2622000908200030PI 00393 -301 0 NS
SUSAP KCXYK6EFLOSB L 040 g M CA 0822 + 01100 0 NS
SUSBAP KCXYKEFLOS8 L 050 0 VI 0870 0 NS
SUSAP KCXYKSFLOS L (06 0BAARNKGEAOEY CF RAV Ké 1930015701300030D + 03000 0 Ns
SUSAP KCXYK6FLOS8 L O070BAARNK6EAOEE R HM 31417010 + 03000 0 NS
1 2 3 4 5 [ 7 8 9 0 1 2 3
RUNWAY 12345678901234567830123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789%0123456789012
SUSAP KCXYK6GRWOS 0050010822 N40125613W076513074+0200 +006770033500005815011ICXY1
1 2 3 4 5 6 7 8 9 i} 1 2 3
ILS 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567880123456789012
CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 8, AMDT 12
CAPITAL CITY 24 JULY 2014 AMDT: ki
1-CXY
DATED:  11/20/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page [ of 8 Pages



clive bond
New Stamp


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—— LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KCXYK6IICXY1 010910RW08 N40131347W0765024260822N40130562W0765120370447 10710600300W01105800335

1 2 3 4 5 6 7 8 E] 0 1 2 3
MSA 1234567890123456789012345678501234567858012345678901234567890123456789012345678501234567890123456789012345678901234567850123456789012
SUSAP KCXYK6SHAR K&D 0 18018003625 M
CITY AND STATE ELEVATION: 347 . TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: ILS ORLOC RWY 8, AMDT 12
-eXyY DATED:  11/20/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 7 of & Pages



clive bond
New Stamp


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except AT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
————————-—LQQ—SIANQARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424~18 - LOC
ROUTES TRANSITION F1X SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
TIVNE TIVNE 010 IAF HF R FO 082.20) T01.0 AA 03000
CFDRR 010 FACF IF FB AA 03000
TIVNE 020 FAF CF FR 082.0() 004.0 AA 02800
HORVI 021 SDF CF FB 0B2.0() 004.6 AA 01340
RWOB 030 MAP CcF FO 082.0() 003.0 AT 00393
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB og2.2() AA 01100
050 VI FB 087.0()
BAARN 060 CF FO 012.0() 003.0 AR 03000
BAARN 070 HM R FO 314.1() T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
HAR N401808.06 W0770410.41 N4018.134 W07704.174
RAV N403312.21 W0T763557.77 N4033.204 W07635.963
BAARN N401729.35 W0763640.78 N4017.488 W07636.680
CFDRR N400911.48 W0770546 .88 N4009.1981 W07705.781
HORVI N401157.99 W0765513.11 N4011.967 wW07655.2189
TIVNE N401029.42 W0O770050.77 N4010.49%0 W07700.846
RW0OS8 N401256.13 W0765130,74 N4012.936 W07651.512
ICXY {(LOC) N401313.47 W0765024.26 N4013.225 W07650.404
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWOB 00335 58
CITY AND STATE ELEVATION: 347 TDZE: 342 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
HARRISBURG, PA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 8, AMDT 12
CAPITAL CITY 24 JULY 2014 AMDT: 1
1
-CXY DATED:  11/20/2008
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