ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE

US DEPARTMENT OF TRANSPORTATION
TITLE 14 CFR PART 97.29

FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials ars magnetic. Elevations and altitudes are in feet, MSL., except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Cellings am in feet
above airport elevation, Distarces are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM 0 COURSE AND DISTANCE ALTITUDE !Lg(:: DA61 MILES AFTER WUGUT INT/I-BiL) 6.83 DME OR AT I-BL1
HUH VORTAC SECOG INT/-BLI 12.84 DME 008.34/ 3.41 2500 ‘1‘,23 ’Dsrg,g FIX ) s
SECOG INT/-BLI 12.84 DME WUGUT INT/I-BL1 6.83 DME 159.85 / 6.00 (1-BL) 2000
(IFNIAF) CLIMB TO 700 THEN CLIMBING RIGHT TURN TO 2000 ON HEADING
271 AND ON YVR VORTAC R-135 TO TECUV INT/YVR 15.27 DME
AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 1200 THEN CLIMBING RIGHT TURN TO
3000 DIRECT HUH VORTAC AND HOLD.
ADDITIONAL FUGHT DATA:
HOLD NW, RT, 134.90 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD NW
HUH VORTAC, RT, 149.00
INBOUND.
CHART FAS OBST: 246 TREE 484833N/1223201W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. HOLD N SECOG, RT, 159,85 INBOUND, 2000 FT. IN LIEU OF PT (1AF)
3. FAC: 159.85 FAF: WUGUT INT/I-BLI 6.83 DME DIST FAF TO MAP: 561 THLD: 561
4. MIN. ALT: sSeCcOG 2000, WUGUT 2000, CEPUM/I-BLI 2.33 DME 560*
8. DIST TO THLD FROM OM: - MM - iIM: - 150 HAT: 1891 100HAT: - GSANT: 1058
6. MIN GS INCPT: 2000 GS ALT AT: WUGUT 2000 oM: .- MM . T TR
7. GS ANGLE: 3.00 TCH:51.4 34:11S CLEAR
8. MSA FROM: HUH VORTAC 050-140 8300, 140-230 3900, 230-320 5500, 320-050 6600 MAG VAR: 20E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM B260-15A FOR THIS AIRPORT ALTERNATE:NA | |iLS: STANDARD @ LOC: STANDARD @
CATEGORY ===== A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA ViS | HAT/HAA[DH/MDA VIS  |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/IMDA VIS |HAT/HAA
S-ILS 16** 363 2400 200 363 2400 200 363 2400 200 363 2400 200
$-LOC 16 560 2400 397 560 2400 397 560 3500 397 560 3500 397
CIRCLING 620 1 450 620 1 450 620 1112 450 720 2 550
CEPUM FIX MINIMUMS (DME REQUIRED)
S-LOC 16 500 2400 337 500 2400 337 500 2600 337 500 2600 337
CIRCLING 620 1 450 620 1 450 620 1172 450 720 2 550
NOTES: L
@ NA WHEN LOCAL WEATHER NOT AVAILABLE. \ +~

SA CATEGORY 1iLS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED S-IL.S 16: CATA, B, C,DRA

-~

244, RVR 1400, HATh 150, DA 313 MSL.. C‘f/ A
i
{SEE FORM 8260-10)
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SupP:
BELLINGHAM, WA AIRPORT NAME: lDEN'lné:LIIER: ILS OR LLOC RWY 16, AMDT 6 AMDT: 58
BELLINGHAM INTL - ILS RWY 16 (SA CATI) o¢ JU;,Y 2012 DATED 03352011
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: **RVR 1800 AUTHORIZED WITH USE OF FD OR AP OR HUD TO DA.
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.

*LOC ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FRIDAY HARBOR ALTIMETER SETTING:
INCREASE DA TO 430 FT; INCREASE ALL MDA 80 FT AND INCREASE S-LOC 16 CATS C, D VISIBILITY TO RVR

5000; INCREASE CEPUM FIX MINIMUMS S-LOC 16 CATS C, D VISIBILITY TO RVR 4000.

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC 16 CATS C, D VISIBILITY TO RVR 6000 AND INCREASE

CEPUM FiX MINIMUMS CATS C, D VISIBILITY TO RVR 5000.

SA CAT 1 CHART NOTE: REQUIRES SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF HUD TO DH.

CITY AND STATE ELEVATION: 170 THRE: 163
BELLINGHAM, WA AIRPORT NAME:

BELLINGHAM INTL

FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
I-BLI AMDT: 5B
ILS RWY 16 (SACATI) 5c surny 2012
DATED:  08/25/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

e S STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET -~ 424-18 - ILS

1 2 3 4 5 [ 7 8 2] 4 1 2 3
NAVAID 1234567880123456785%0123456789%01234567890123456789012345678090123456789012345678901234567890123456789012345678901234567830123456783012
SCAND YVR CY011590VTH N4904383BW123085672 N4904383BW123085672E0170002602 NARVANCOUVER, B.C.
SUSAD HUH K1011300VTHA N48564303W122344532 N48564303W122344532E0200000832 NARWHATCOM
SUSAD KBLIK1 IBLI K1010850 IT IBLIN48465325W122321102 Q01730 NARBELLINGHAM INTL
1 2 3 4 5 1 7 8 9 o} 1 2 3
Wwp 123456789012345678901234567890123456789012345678301234567880123456785012345678801234567850123456789012345678901234567850123456789012
SUSAEAENRT SECOG K10 C N4B8594280WLr22321797 E0170 NAR SECOG
SUSAEAENRT TECUV K10 C L N48511003W122580316% E0171 NAR TECUV
SUSAEAENRT WUGUT K10 o N48534301W122321653 0170 NAR WUOGUT
1 2 3 4 5 & 7 8 g ¢ 1 2 3
AIRPORT 1234567880123456789012345678901234567890123456783012345678B301234567890123456789012345678501234567850123456789012345567890123456789012
SUSAP KBLIK1ABLIT 4] 06 7YHN48473370W122321510E020000170 1800018000C MNAR BELLINGHAM INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567830123456789012345678301234567890123456783012
SUSAP KBLIK1FIle AHUH 010HUH KI1D 0V IF 18000 0 NS
SUSAP KBLIK1FIle AHUH 0208ECOGK1EAQEY TF + 02500 0 NS
SUSAP KBLIK1FIle AHUH 0308ECOGK1EACEE AR HF HUH K1 00830034153950040D + 02000 0 NS
SUSAP KBLIK1FIls I 0108SECOGKLIEAOE I IF IBLIK1 33990128 PI J 020000200018000 0 NS
SUSAP KBLIKI1FI1lé 1 Q20WUGUTKIEAQE F CF IBLIK1 3385006816000060PI H 0200002000 ~300HUH K1D ¢ N8
SUSAP KBLIK1FI1é I Q30RW16 K1PGOGY M CF IBLIK1 33858001216000056P1 00214 -300 0 NS
SUSAP KBLIK1FIls I 040 0 M CA 1559 + 00700 0 NS
BUSAP KBLIK1FIls I 050 0 R V1Y 2710 ¢ NS
SUSAP KBLIK1FIls I QE0TECUVKIEAQERY CF YVR CY 13430153314350030D + 02000 0 NS
SUSAP KBLIK1FIls I O70TECUVK1IEAOEE R HM 13497010 + 02000 0 N8
1 2 3 4 5 & 7 8 9 0 1 2 3
RUNWAY 1234567B5012345678901234567890123456789012345678501234567890123456789012345678301234567850123456789012345678901234557890123456789012
SUSAP KBLIKIGRW16 0067011599 N48480675W122321520+0100 +0028000163000051150IIBLI1
1 2 3 4 5 & 7 8 ] 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567880123456789012345678901234567880123456789012
SUsSAP KRLIK1IIBLI1 010850RW1E N48465224W1223214501595N48475630W1223219330749 10580538300802005100152
1 2 3 3 3 6 7 8 5 0 1 z 3
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL LS RWY 16 (SA CAT ) AMDT: 5B
-BLI
26 JULY 2012 |pATED: 08/25/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radiats are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1SHUH K1D 0 05014005525140230066252303200832532005003925 M
CITY AND STATE ELEVATION: 170 THRE: 163 FACHLITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 6
BELLINGHAM INTL ILS RWY 16 (SA CAT) AMDT: 5B
I-BLI 26 JULY 2012 |pATED:  gg/256/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes unless otherwise indicated.
m—w 'NSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 -~ ILS
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDZ SPEED
HUH HUH 010 IF FB
HUH SECOG 020 TF FO AA 02502
HUH SECOG 030 IAF HF R FO 159.8() 004.0 AA 02002
SECOG 010 FACF IF FB AA 02000 GI 02000
WuGuUT 020 FAF CF FB 160.0() 006.0 GI 02000 GS 02000
RW1é 030 MAP CF FO 160.0() 005.6’ AT 00214
MISSED APPRCACH FIX SEQ USE PATH TURN FQO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA . FB 159.9() AA 00703
050 VI R FB 271.00})
TECUV 060 CF FO 314.90) 003.0 ABR 02000
TECUV 070 HM R FO 134.90) T01.0 AR 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
YVR N490438.38 W1230856.,72 N4904.640 W12308.945
HUH N485643.03 W1223445 .32 N4856.717 W12234.755
IBLI (DME) N484653.25 wiz2z23211.02 N4846.888 W12232.184
SECOG N485942.80 Wl223217.97 N4859.713 W12232.300
TECUV N485110.03 W1225803.19 N4851.167 W12258.053
WUGUT N485343.01 W1223216.53 N4853.717 W1l2232.276
RW16 N484806.75 W1223215.20 N4848.113 W12232.253
IBLI (LOC) N484653.24 W1223214.90 N4846,887 W12232.248
RUNWAY DATA THRESHOLD
RWY ELEVATICN TCH
RW16 00163 51
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL iLS RWY 16 (SA CAT ) AMDT: 5B
1-BLI
26 JULY 2012 |DATED:  08/25/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page § of (B Pages


christopher d zuest
Typewritten Text
 26 JULY 2012

christopher d zuest
Typewritten Text

christopher d zuest
Typewritten Text


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

LOC STANDARD 'NSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibifities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 & 7 8 9 0 1 2 3
NAVAID 12345678901234567850123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012
SCAND YVR CYO11590VTH N49043B38W123085672 N49043838W123085672E0170002602 NARVANCOUVER, B.C.
SUSAD HUH K1011300VTHA N48554303W122344532 N48564303W122344532E0200000832 NARWHATCOM
SUSAD KBLIK1 IBLI K1010850 IT IBLIN48465325W122321102 001730 NARBELLINGHAM INTL
1 2 3 4 5 [ 7 8 9 0 1 2 3
WP 123456789012345678501234567890123456789012345678901234567890123456785012345678%01234567890123456789012345678901234567890123456789012
SUSAEAENRT CEPUM K10 R N4§421270W122321490 BE0170 NAR CEPUM
SUSAEAENRT SECOG K10 C N48534280W122321787 E0L70 NAR SECOG
SUSAEAENRT TECUV K10 ¢ I N48511003W122580319 E0171 NAR TECUV
SUSBAEAENRT WUGUT K10 C N48834301W122321653 E0170 NAR wWuGUT
1 2 3 4 5 € 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012
SUSAP KBLIKIABLI 0 067YHN48473370W122321510E020000170 1800018000C MNAR BELLINGHAM INTL
1 2 3 4 5 & 7 8 g ¢} 1 2 3
SEGMENT 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%0123456789012
SUSAP KBLIKI1FLlé6 AHUH O10HUH KI1D 0V IF 18000 0 N8
SUSAP KBLIKIFL1é& AHUH C208ECOGKLEAQEY TF + 02500 0 N3
SUSAP KBLIKIFL16 AHUH 030SECOGK1EAOEE AR HF HUH K1 0083003415990040D + 02000 0 NS
SUSAP KBLIKIFL16 L 010SECOGKIEAQE 1 IF IBLIK1 33980128 PI + 02000 18000 0 NS
SUSAP KBLIK1FL16G L 020WUGUTK1EACE F CF IBLIK1 3399006816000060PI + 02000 HUH K1D ¢ NS
SUSAP KBLIK1FL16 L 021CEPUMKIEACE S CF IBLIK1 3400002316000045PTI + 00560 -300 0 NS
SUSAP KBLIK1FL1é L O30RW16 KIPGOGY M CF IBLIK1 3388001216000011P1 00214 ~300 0 N8
SUSAP KBRLIKIFL16& L 040 o M CA 1588 + 00700 0 NS
SUSAP KBLIKLIFL16 L 080 0 R viy 2710 0 N8
SUSAP KBLIKIFL1& L " 060TECUVK1EAOEY CF YVR CY 13490153314530030D + 02000 0 NS
8USAP KBLIKIFL1é6 L 070TECUVK1EAOEE R HM 1349T010 + 02000 0 NS
i 2 3 4 ] 6 7 8 9 o i 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1GRW16 0067011599 N48480675W122321520+0100 +0028000163000051150IIBLIL
1 2 3 4 5 & 7 8 9 ] 1 2 3
ILS 123456785012345678901234567890123456789012345678901234567890123456789012345678501234567890123456785012345678901234567890123456789012

SUSAP KBLIKIIIBLI1 Ol0B50RW16 N48465324W1223214501599N48475630W1223219330748 10580538300E02005100152

CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |syp-
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER; ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL ILS RWY 16 (SA CAT) AMDT: 5B
I-BLI 26 JULY 2012 DATED:  08/25/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

-—-—w»——LQQ——SIANQARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 ' 2 3 4 5 6 7 8 ] 0 1 2 3
MSA 1234567890123456789012345678901234567890123456789012345678%012345678901234567890123456789012345678901234%5678901234567850123456789012
SUSAP KBLIK1SHUH KID 0 05014005525140230066252303200832532005003925 M
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:. |gup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6 -
BELLINGHAM INTL ILS RWY 16 (SA CATY) AMDT: 58
I-BLI 26 JULY 2012 |DATED: 08/25/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— LOC STANDARDINSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HUH HUH 010 IF FB
HUH SECOG 020 TF FO AA 02500
HUH SECOG 030 IAF HF R FO 159.9¢() 004.0 AA 02000
SECOG 010 FACF IF FB AA 02000
WUGUT 020 FAF CF FB 160.0() 006.0 AA 02000
CEPUM 021 SDF CF FB 160.0() 004.5 AR 00560
RWle 030 MAP CF FO 160.0() 001.1 AT 00214
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 159.9¢() AA 00700
050 VI R FB 271.0¢()
TECUV 060 CF FO 314.9¢() 003.0 AR 02000
TECUV 070 HM R FO 134.9¢() T01.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
YVR N490438.38 W1230856.72 N4904.640 W12308.945
HUH N485643.03 W1l223445.32 N4856.717 W12234.755
IBLI (DME) N484653.25 W1l223211.02 N4846.888 W12232.184
CEPUM N484912.70 W1l223214.90 N48495.212 W1l2232.248
SECOG N485942.80 W1223217.97 N48595.713 W12232.300
TECUV N485110.03 W1225803.19 N4851.167 W12258.053
WUGUT N485343.01 W1223216.53 N4853.717 W12232.276
RW1l6e N484806.75 W1223215.20 N4848.113 W12232.253
IBLI (LOC) N484653.24 W1223214.90 N4846.887 W12232.248
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW1e 00163 51
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL ILS RWY 16 (SA CAT ) AMDT- 58
I-BLI 26 JULY 2012 |DATED: 08/25/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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