
U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

TAKEOFF MINIMUMS AND OBSTACLE DEPARTURE PROCEDURES (ODP) 
Bearings, headings, courses, tracks and radials are magnetic Elevation and altitudes are in feat MSL Altitudes are minimum altitudes unless otherwise indicated 

Ceilings are in feet above airport elevation Distancas are •n nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated 

City, State 

MIDDLETON ISLAND, AK 

TAKEOFF MINIMUMS: 

RWY 13, 31, NA-ENVIRONMENTAL 
RWY 2, 20 STANDARD 

TEXTUAL DEPARTURE PROCEDURES: 

TAKEOFF OBSTACLE NOTES: 

Airport Effective Date 

MIDDLETON ISLAND 01/10/2013 

Arndt. No. 

ORIG-A 

NOTE: RWY 2: AIRCRAFT ON TAXIWAY, 5 FT FROM DER, 195FT LEFT OF CENTERLINE, UP TO 20FT AGU119 FT MSL VEHICLE ON 
TAXIWAY, 131 FT FROM DER, 193FT LEFT OF CENTERLINE, UP TO 15FT AGU114 FT MSL 

NOTE: RWY20: VEHICLES ON ROAD BEGINNING 3FT FROM DER, 124FT RIGHT OF CENTERLINE, UP TO 15FT AGU164 FT MSL 

CONTROLLING OBSTACLES: 
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