ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [ILS: DA
LOC: 4.91 MILES AFTER CLONE OM/INT
HUSKR INT/OVR 46.48 DME ESACO INT (NOPT) 199.00/.18 & 177.28/5.47 3200
(IAF) (I-0C2)
ESACO INT (IF) CLONE OM/INT 177.28 /1 3.77 (1-OCZ) 2900 CLIMB TO 1700 THEN CLIMBING RIGHT TURN TO 3000 DIRECT
LNK VORTAC AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 2800 DIRECT POTTS LOM AND HOLD
(ADF REQUIRED).
ADDITIONAL FLIGHT DATA:
HOLD N, RT, 185.00 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S
POTTS LOM, RT, 357.28 INBOUND.
CHART FAS OBST: 1245 POLE 405247N/0964546W
1569 AAO 405841N/0964628W
CHART IN PLANVIEW: POTTS LOM.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART AT OR ABOVE 3200 AT LNK VORTAC.
2 —_— Ea— CHART (CFPGS) AT INTERSECTION OF HUSKR DR LEG AND
. TEARDROP R-321 (LNK VORTAC) (IAF) OUTBOUND TO JUSAM/LNK 12.00 DME, 3200 FT. 177.28 (SEE FORM 8260-10) INTERMEDIATE COURSE.
3. FAC: 177.28 FAF: CLONE OM/INT DIST FAF TO MAP: 491 THLD: 491
4. MIN. ALT: ESACO 3200, CLONE OM 2900, ROROC INT 1780*
5. DIST TO THLD FROM OM: 4.91 MM: - IM: - 150 HAT: - 100 HAT: - GSANT: 1099
6. MIN GS INCPT: 2900 GSALTAT:- OM: 2837 MM: - IM: -
7. GS ANGLE: 3.00 TCH:54.8
8. MSA FROM: LNK VORTAC 4100 MAG VAR: 3E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | ILS: STANDARD # LOC: STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS [ HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS  [HAT/HAA [ DH/MDA VIS | HAT/HAA| DH/MDA VIS  [HAT/HAA
S-ILS 18** 1395 2400 200 1395 2400 200 1395 2400 200 1395 2400 200 1395 2400 200
S-LOC 18 1780 2400 585 1780 2400 585 1780 11/4 585 1780 11/4 585 1780 11/4 585
CIRCLING 1780 1 561 1780 1 561 1780 13/4 561 1820 2 601 2040 3 821
ROROC FIX MINIMUMS (DUAL VOR RECEIVERS REQUIRED)
S-LOC 18 1720 2400 525 1720 2400 525 1720 5500 525 1720 5500 525 1720 5500 525
CIRCLING 1720 1 501 1760 1 541 1760 11/2 541 1820 2 601 2040 3 821

QSXFE‘I’SNOTE: *RVR 1800 AUTHORIZED WITH USE OF FD OR AP OR HUD TO DA.

*LOC ONLY

*1880 WHEN USING BEATRICE ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED USE BEATRICE ALTIMETER SETTING AND INCREASE

#@ NA WHEN CONTROL TOWER CLOSED.

# CAT D 700-2, CAT E 900-3

@ CAT E 900-3

# @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

(SEE FORM 8260-10) WAL/ »
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: e p .
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B AMDT: A
-ocz 10 DECEMBER 2015 T
LINCOLN DATED 0 14
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 except visibilities which are in statute miles or in feet RVR.
LINE 2, (CONT.): (I-OCZ) INBOUND, 3200 FT. TO ESACO INT.

NOTES, (CONT.):

ALL DA 91 FEET AND ALL MDA 100 FEET, INCREASE S-LOC 18 CAT C/D/E VISIBILITY TO 1 1/2, CIRCLING

CAT C VISIBILITY TO 2 AND CAT D VISIBILITY TO 2 1/4; INCREASE ROROC FIX MINIMUMS S-LOC 18 CAT

C/D/E VISIBILITY TO 1 3/8, CIRCLING CAT C VISIBLITY TO 1 3/4 AND CAT D VISIBILITY TO 2 1/4.

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-ILS 18 CAT E VISIBILITY TO RVR 4000, S-LOC 18 CATE
VISIBILITY TO 1 3/4, AND ROROC FIX MINIMUMS S-LOC 18 CAT E VISIBILITY TO 1 1/2.

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING BEATRICE ALTIMETER SETTING, INCREASE S-ILS 18 ALL
CATS VISIBILITY TO RVR 4500, S-LOC 18 CAT E VISIBILITY TO 2, AND ROROC FIX MINIMUMS S-LOC 18 CAT

C VISIBILITY TO 1 3/4.

CHART NOTE: CAT D AND E STRAIGHT-IN MINIMUMS NA WHEN USING BEATRICE ALTIMETER SETTING.

DAL/
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 4
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 78 DT T
-0Cz 10 DECEMBER 2015 ' ¢
LINCOLN DATED: 06/26/2014
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD LNK K3011610VTHW N40552566W096443123 N40552566W096443123E0090013702 NARLINCOLN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT HUSKR K30 C L N41060595W096453047 E0034 NAR HUSKR
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3ALNK 0 129YHN40510320W096453280E003001219 1800018000C MNAR LINCOLN
1 2 3 4 5 6 7 8 9 0 1 2 3
TRM WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3CCFPGS K30 W N41055606W096453657 E0034 NAR CNF (CFPGS)
SUSAP KLNKK3CCLONE K30 R N40564162W096454013 E0034 NAR CLONE OM
SUSAP KLNKK3CESACO K30 R N41002788W096453867 E0034 NAR ESACO
SUSAP KLNKK3CJUSAM K30 R N41054800W096523028 E0034 NAR JUSAM
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3FI1lS8 AHUSKR O010HUSKRK3EAOE A IF 18000 0 NS
SUSAP KLNKK3FI1lS8 AHUSKR 020CFPGSK3PCOE TF + 03200 0 NS
SUSAP KLNKK3FI1lS8 AHUSKR O030ESACOK3PCOEE B CF IOCZK3 3573011017730055PI + 03200 0 NS
SUSAP KLNKK3FI1l8 ALNK 010LNK K3D 0V A IF + 03200 18000 0 NS
SUSAP KLNKK3FI18 ALNK 020JUSAMK3PCOEY TF + 03200 0 NS
SUSAP KLNKK3FI1l8 ALNK 030ESACOK3PCOEE BR CFYIOCZK3 3573011017730060PI + 03200 0 NS
SUSAP KLNKK3FI18 I 010ESACOK3PCOE I IF IOCZK3 35730110 PI J 032000290018000 0 NS
SUSAP KLNKK3FI18 I 020CLONEK3PCOE F CF IOCZK3 3573007217700038P1I H 0290002837 -300LNK K3D 0 NS
SUSAP KLNKK3FI1l8 I 030RW18 K3PGOGY M CF IOCZK3 3573002317700049P1 01250 -300 0 NS
SUSAP KLNKK3FI18 I 040 0 M CA 1773 + 01700 0 NS
SUSAP KLNKK3FI1lS8 I 0O50LNK K3D 0VY R DF + 03000 0 NS
SUSAP KLNKK3FI1lS8 I 060LNK K3D OVE R HM 1850T010 + 03000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
T EEET T ST DY
SUSAP KLNKK3GRW18 0129011773 N40514677W096454203-0200 +0338001195000055200II0CZ1 & +
15
o Q
Yok
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup-
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
: AMDT:
LINCOLN L0CZ 10 DECEMBER 2015 7A
DATED:  06/26/2014
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.29

indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3IIOCZ1 011110RW18 N40492910W0964542921773N40513588W0964536901033 10990340300E00305501189
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3SLNK K3D 0 18018004125 M
AL
N7y
15
Q Q
Yok
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
LINCOLN AMDT: 7A
1OCZ 10 DECEMBER 2015
DATED:  06/26/2014
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 8 Pages



Clive Bond
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HUSKR HUSKR 010 IAF IF FB
HUSKR CFPGS 020 TF FB AA 03200
HUSKR ESACO 030 CF FB 177.3() 005.5 AA 03200
LNK LNK 010 IAF IF FB AA 03200
LNK JUSAM 020 TF FO AA 03200
LNK ESACO 030 CF R FB 177.3() 006.0 AA 03200
ESACO 010 FACF IF FB AA 03200 GI 02900
CLONE 020 FAF CF FB 177.0() 003.8 GI 02900 GS 02837
RW18 030 MAP CF FO 177.0() 004.9 AT 01250
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 177.3() AA 01700
LNK 050 DF R FO AA 03000
LNK 060 HM R FO 185.0() T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
LNK N405525.66 W0964431.23 N4055.428 W09644.521
HUSKR N410605.95 W0964530.47 N4106.099 W09645.508
CFPGS N410556.06 W0964536.57 N4105.934 W09645.610
CLONE N405641.62 W0964540.13 N4056.694 W09645.669
ESACO N410027.88 W0964538.67 N4100.465 W09645.645
JUSAM N410548.00 W0965230.28 N4105.800 W09652.505
RW18 N405146.77 W0964542.03 N4051.780 W09645.701
10CZ (LOC) N404929.10 W0964542.92 N4049.485 W09645.715
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01195 55
AL/
17,
15
Q, Q
Yok
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
LINCOLN 10 DECEMBER 2015 AMDT: A
l-ocz
DATED: 06/26/2014

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD LNK K3011610VTHW N40552566W096443123 N40552566W096443123E0090013702 NARLINCOLN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT HUSKR K30 C L N41060595W096453047 E0034 NAR HUSKR
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3ALNK 0 129YHN40510320W096453280E003001219 1800018000C MNAR LINCOLN
1 2 3 4 5 6 7 8 9 0 1 2 3
TRM WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3CCFPGS K30 W N41055606W096453657 E0034 NAR CNF (CFPGS)
SUSAP KLNKK3CCLONE K30 R N40564162W096454013 E0034 NAR CLONE OM
SUSAP KLNKK3CESACO K30 R N41002788W096453867 E0034 NAR ESACO
SUSAP KLNKK3CJUSAM K30 R N41054800W096523028 E0034 NAR JUSAM
SUSAP KLNKK3CROROC K30 R N40532703W096454138 E0034 NAR ROROC
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3FL18 AHUSKR O010HUSKRK3EAOE A IF 18000 0 NS
SUSAP KLNKK3FL18 AHUSKR 020CFPGSK3PCOE TF + 03200 0 NS
SUSAP KLNKK3FL18 AHUSKR O030ESACOK3PCOEE B CF IOCZK3 3573011017730055PI + 03200 0 NS
SUSAP KLNKK3FL18 ALNK 010LNK K3D 0V A IF + 03200 18000 0 NS
SUSAP KLNKK3FL18 ALNK 020JUSAMK3PCOEY TF + 03200 0 NS
SUSAP KLNKK3FL18 ALNK 030ESACOK3PCOEE BR CFYIOCZK3 3573011017730060PI + 03200 0 NS
SUSAP KLNKK3FL18 L 010ESACOK3PCOE I IF IOCZK3 35730110 PI + 03200 18000 0 NS
SUSAP KLNKK3FL18 L 020CLONEK3PCOE F CF IOCZK3 3573007217700038PI + 02900 LNK K3D 0 NS
SUSAP KLNKK3FL18 L 021ROROCK3PCOE S CF IOCZK3 3573004017700032PI + 01780 -317 0 NS
SUSAP KLNKK3FL18 L 030RW18 K3PGOGY M CF IOCZK3 3573002317700017PI 01250 -317 0 NS
SUSAP KLNKK3FL18 L 040 0 M CA 1773 + 01700 0 NS
SUSAP KLNKK3FL18 L 0O50LNK K3D 0VY R DF + 03000 0 NS
SUSAP KLNKK3FL18 L 060LNK K3D OVE R HM 1850T010 + 03000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3°AL
RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567896&2
------------------------------------------------------------------------------------------------------------------------------------ 15
o 9
'S'Ec\("
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
LINCOLN Loz 10 DECEMBER 2015 AMDT: 7A
. DATED:  06/26/2014
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KLNKK3GRW18 0129011773 N40514677W096454203-0200 +0338001195000055200I10CZ1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3IIOCZ1 011110RW18 N40492910W0964542921773N40513588W0964536901033 10990340300E00305501189
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLNKK3SLNK K3D 0 18018004125 M
AL
N7y
15
Q, Q
Yok
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
LINCOLN AMDT: 7A
1-0CZ 10 DECEMBER 2015
DATED: 06/26/2014
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 7 of 8 Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HUSKR HUSKR 010 IAF IF FB
HUSKR CFPGS 020 TF FB AA 03200
HUSKR ESACO 030 CF FB 177.3() 005.5 AA 03200
LNK LNK 010 IAF IF FB AA 03200
LNK JUSAM 020 TF FO AA 03200
LNK ESACO 030 CF R FB 177.3() 006.0 AA 03200
ESACO 010 FACF IF FB AA 03200
CLONE 020 FAF CF FB 177.0() 003.8 AA 02900
ROROC 021 SDF CF FB 177.0() 003.2 AA 01780
RW18 030 MAP CF FO 177.0() 001.7 AT 01250
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 177.3() AA 01700
LNK 050 DF R FO AA 03000
LNK 060 HM R FO 185.0() T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
LNK N405525.66 W0964431.23 N4055.428 W09644.521
HUSKR N410605.95 W0964530.47 N4106.099 W09645.508
CFPGS N410556.06 W0964536.57 N4105.934 W09645.610
CLONE N405641.62 W0964540.13 N4056.694 W09645.669
ESACO N410027.88 W0964538.67 N4100.465 W09645.645
JUSAM N410548.00 W0965230.28 N4105.800 W09652.505
ROROC N405327.03 W0964541.38 N4053.451 W09645.690
RW18 N405146.77 W0964542.03 N4051.780 W09645.701
I0CzZ (LOC) N404929.10 W0964542.92 N4049.485 W09645.715
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01195 55
AL/
7
15
Q, Q
YEcK®
CITY AND STATE ELEVATION: 1219 TDZE: 1195 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LINCOLN, NE AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, AMDT 7B
LINCOLN AMDT: 7A
L0CZ 10 DECEMBER 2015
DATED: 06/26/2014

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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