RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW32
LNAV: RW32
ESL VOR/DME ZOTKU (FB) 046.38 / 47.87 5000
WILTT HUSVU (FB) 185.66 / 28.43 5000
CLIMB TO 5000 DIRECT ZAGOX AND ON TRACK 358.82 TO YEDUS
ZOTKU (IAF) ASUTE (FB) 046.68 / 6.50 4000 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000.
HUSVU (IAF) ASUTE (FB) 226.80/ 6.50 4000
THS VORTAC (IAF) ASUTE (FB) 281.62/14.94 4000
ASUTE (IF) AGOVY (FB) 316.7417.27 3200
ADDITIONAL FLIGHT DATA:
AGOVY (FAF) UGEYO0/3.50 NM TO RW32 (FB) 316.68/2.75
HOLD SE, RT, 308.21 INBOUND.
(SEE FORM 8260-10) CHART FAS OBST: 1599 TREE 400452N/0782936W
CHART FAS OBST: 1446 TREE 400337N/0782801W
OBST: 2175 AAO 400241N/0782624W
OBST: 2278 AAO 400124N/0782313W
CHART VDP AT 1.23 MILES TO RW32
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF s A NNEL S otus
2. PROFILE STARTS AT ASUTE REFERENCE PATH ID: W32A
X X X X UGEYO TO RW32: 3.58/50.
3. FAC: 316.68 FAF: AGOVY DISTFAFTOMAP: 625 THLD: _ 6.25 | ClIART CIRCLING ICON.
4. MIN. ALT: ASUTE 4000, AGOVY 3200, UGEYO/3.50 NM TO RW32 2540 LTP HAE: 320.9 M
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IM:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: RW32 4400 MAG VAR: 9w EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA [ x |
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA[DH/MDA VIS  |HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS |HAT/HAA
LP MDA 1740 1 578 1740 1 578 1740 15/8 578 NA
LNAV MDA 1860 1 698 1860 1 698 1860 2 698 NA
CIRCLING 1900 738 1960 798 2200 3 1038 NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. AL/
CHART PROFILE NOTE: VGSI AND DESCENT GLIDEPATH NOT COINCIDENT. o-\5 ’\}‘
CHART NOTE: VDP NA WHEN USING ALTOONA ALTIMETER SETTING. 5
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ALTOONA ALTIMETER SETTING AND INCREASE e Q
(SEE FORM 8260-10) Yecke
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
UGEY0/3.50 NM TO RW32 RW32 (MAP) (FO) 316.68 / 3.50

RW32 (MAP) 1562 MSL 316.68

1562 MSL ZAGOX (FB)

ZAGOX YEDUS (FO) 358.82/5.66 5000

NOTES, (CONT.):

ALL MDA 100FT. INCREASE LP CAT C VISIBILITY 1/4 MILE. INCREASE LNAV CAT B VISIBILITY 1/4 MILE

AND CAT C VISIBILITY 1/2 MILE. INCREASE CIRCLING CATS A AND B VISIBILITY 1/4 MILE.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WILTT ON V106 EASTBOUND AND V210 WESTBOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON THS VORTAC AIRWAY RADIALS 280 CW 005.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ESL VOR/DME AIRWAY RADIALS 061 CW 127.
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

FPAP LATITUDE

FPAP LONGITUDE

DATA

KHMZ
RW32
0

0

W32A
400454.9630N
0783023.0875W
+03209
400549.3700N
0783155.0660W

THRESHOLD CROSSING HEIGHT (TCH) 00050.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.58
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1232
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER BEA4BEDD
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K6
LTP ORTHOMETRIC HEIGHT +03537
FPAP ORTHOMETRIC HEIGHT +03537
L
Ay
3
Q Q
YECcK®
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV P TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD ESL K6011080VDL N39133177W078592220 N39133177W078592220W0060025901 NARKESSEL
SUSAD THS K6011500VTL N39555962W077570340 N39555962W077570340W0070023381 NARST THOMAS
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AGOVY K60 W N40010585W078235658 W0102 NAR AGOVY
SUSAEAENRT ASUTE K60 C L N39563901W078162779 W0103 NAR ASUTE
SUSAEAENRT HUSVU K60 W N40014754W078111703 W0104 NAR HUSVU
SUSAEAENRT UGEYO K60 W N40024665W078264647 w0102 NAR UGEYO
SUSAEAENRT WILTT K60 R L N40301196W078132632 w0105 NAR WILTT
SUSAEAENRT YEDUS K60 C L N40124674W078353378 w0102 NAR YEDUS
SUSAEAENRT ZAGOX K60 W N40071228W078341547 w0102 NAR ZAGOX
SUSAEAENRT ZOTKU K60 W N39513024W078213778 W0102 NAR ZOTKU
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KHMZK6AHMZ 0 050YHN40051000W078304860W009001162 1800018000C MNAR BEDFORD COUNTY

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KHMZK6FR32 AESL 010ESL K6D 0V IF 18000 A JS

SUSAP KHMZK6FR32 AESL 020ZOTKUK6EAOE A 020TF 04640479 + 05000 A JS

SUSAP KHMZK6FR32 AESL 030ASUTEK6EAOEE B 010TF 04670065 + 04000 A JS

SUSAP KHMZK6FR32 ATHS 010THS KeD 0V A IF 18000 A JS

SUSAP KHMZK6FR32 ATHS 020ASUTEK6EAQOEE B 010TF 28160149 + 04000 A JS

SUSAP KHMZK6FR32 AWILTT OlOWILTTK6EAOE IF 18000 A JS

SUSAP KHMZK6FR32 AWILTT O20HUSVUK6EAOE A 020TF 18570284 + 05000 A JS

SUSAP KHMZK6FR32 AWILTT O30ASUTEK6EAOEE B 010TF 22680065 + 04000 A JS

SUSAP KHMZK6FR32 R 010ASUTEK6EAQOE I IF + 04000 18000 A JS

SUSAP KHMZK6FR32 R 020AGOVYK6EALE F O051TF 31670073 + 03200 RW32 K6PGA JS

SUSAP KHMZK6FR32 R 020AGOVYK6EA2WALP N ALNAV JS

SUSAP KHMZK6FR32 R 021UGEYOK6EAQE S 031TF 31670028 V 0254002541 -358 A JS

SUSAP KHMZK6FR32 R 030RW32 K6PGOGY M 031TF 31670035 01210 -358 A JS

SUSAP KHMZK6FR32 R 040 0 M CA 3167 + 01562 A JS

SUSAP KHMZK6FR32 R 050ZAGOXK6EAQOE DF A JS

SUSAP KHMZK6FR32 R 060YEDUSK6EAQEY 010TF 3588 + 05000 A JS ORLI)

SUSAP KHMZK6FR32 R 070YEDUSK6EAOQOEE R HM 30820050 + 05000 A JS (e 'y
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CITY AND STATE ELEVATION: 1162 TDZE: 1162 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BEDFORD, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, AMDT 2
BEDFORD COUNTY 25 JUNE 2015 AMDT: 1
RNAV DATED:  06/03/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.33

1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHMZK6GRW32 0050053166 N40045496W078302309-0100 +0320901160000050075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHMZK6PR32 RW32 001 OOOOW32A0N4004549630W07830230875+032090358N4005493700W07831550660106751232000500F400000BEA4BEDD
SUSAP KHMZK6PR32 RW32 002E +03537+03537LP 90437
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHMZK6SRW32 K6PG 0 18018004425 M
AL/
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CITY AND STATE ELEVATION: 1162 TDZE: 1162 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[sup:
BEDFORD, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, AMDT 2
BEDFORD COUNTY AMDT: 1
RNAV 25 JUNE 2015
DATED:  06/03/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ESL ESL 010 IF FB
ESL ZOTKU 020 IAF TF FB 2.0 046.4(037.4T) 047.9 AA 05000
ESL ASUTE 030 TF FB 1.0 046.7(037.7T) 006.5 AA 04000
THS THS 010 IAF IF FB
THS ASUTE 020 TF FB 1.0 281.6(272.6T) 014.9 AA 04000
WILTT WILTT 010 IF FB
WILTT HUSVU 020 IAF TF FB 2.0 185.7(176.7T) 028.4 AA 05000
WILTT ASUTE 030 TF FB 1.0 226.8(217.8T) 006.5 AA 04000
ASUTE 010 FACF IF FB AA 04000
AGOVY 020 FAF TF FB 0.5 316.7(307.7T) 007.3 AA 03200
UGEYO 021 SDF TF FB 0.3 316.7(307.7T) 002.8 AA 02540 GS 02541
RW32 030 MAP TF FO 0.3 316.7(307.7T) 003.5 AT 01210
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 316.7(307.7T) AA 01562
ZAGOX 050 DF FB
YEDUS 060 TF FO 1.0 358.8(349.8T) AA 05000
YEDUS 070 HM R FO 308.2(299.2T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ESL N391331.77 W0785922.20 N3913.530 W07859.370
THS N395559.62 W0775703.40 N3955.994 W07757.057
AGOVY N400105.85 W0782356.58 N4001.098 W07823.943
ASUTE N395639.01 W0781627.79 N3956.650 W07816.463
HUSVU N400147.54 W0781117.03 N4001.792 W07811.284
UGEYO N400246.65 W0782646 .47 N4002.778 W07826.775
WILTT N403011.96 W0781326.32 N4030.199 W07813.439
YEDUS N401246.74 W0783533.78 N4012.779 W07835.563
ZAGOX N400712.28 W0783415.47 N4007.205 W07834.258
ZOTKU N395130.24 W0782137.78 N3951.504 W07821.630
RW32 N400454 .96 W0783023.09 N4004.916 W07830.385
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW32 01160 50
AL/
o7
12
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CITY AND STATE ELEVATION: 1162 TDZE: 1162 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
BEDFORD, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, AMDT 2
AMDT: 1
BEDFORD COUNTY A 25 JUNE 2015
DATED:  06/03/2010
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