
U.S. DEPARTMENT OF TRANSPORTATION – FEDERAL AVIATION ADMINISTRATION 

TAKEOFF MINIMUMS AND OBSTACLE DEPARTURE PROCEDURES (ODP)  
Bearings, headings, courses, tracks and radials are magnetic.  Elevation and altitudes are in feet MSL.  Altitudes are minimum altitudes unless otherwise indicated.   

Ceilings are in feet above airport elevation.  Distances are in nautical miles.  Visibilities are in statute miles or feet RVR unless otherwise indicated. 

City, State Airport Effective Date Amdt. No. 

SONORA, TX SONORA MUNI 

FAA FORM 8260-15A / January 2013 (Computer Generated) Page 1 of 2 

TAKEOFF MINIMUMS:

RWY 36: STANDARD 
RWY 18: 300 – 1 OR STANDARD WITH A MINIMUM CLIMB GRADIENT OF 55  FT PER NM TO 2400. 

TEXTUAL DEPARTURE PROCEDURES:

RWY 18: CLIMB HEADING 182.05 TO 2900 BEFORE TURNING LEFT 

VISUAL CLIMB OVER AIRPORT:

TAKEOFF OBSTACLE NOTES:  

NOTE: RWY 18: BUILDINGS BEGINNING 683 FT FROM DER, LEFT AND RIGHT OF CENTERLINE, UP TO 27 FT AGL/2163 FT MSL. TREES AND 
TERRAIN BEGINNING 2233 FT FROM DER, 686 FT RIGHT OF CENTERLINE, UP TO 50 FT AGL/2309 FT MSL. TOWER 4860 FT FROM DER, 
1458 FT RIGHT OF CENTERLINE, 75 FT AGL/2287 FT MSL. 
NOTE: RWY 36: FENCE BEGINNING 2 FT FROM DER, LEFT AND RIGHT OF CENTERLINE, UP TO 5 FT AGL/2144 FT MSL. VEHICLES ON 
ROAD BEGINNING 8 FT FROM DER, LEFT AND RIGHT OF CENTERLINE, UP TO 10 FT AGL/2149 FT MSL. TREE 65 FT FROM DER, 462 FT 
RIGHT OF CENTERLINE, 48 FT AGL/2178 FT MSL. TREE 247 FT FROM DER, 337 FT LEFT OF CENTERLINE, 47 FT AGL/2187 FT MSL. TREES 
BEGINNING 278 FT FROM DER, 439 FT RIGHT OF CENTERLINE, UP TO 27 FT AGL/2157 FT MSL.TREE 759 FT FROM DER, 508 FT LEFT OF 
CENTERLINE, 15 FT AGL/2195 FT MSL. TREES AND TERRAIN BEGINNING 981 FT FROM DER, 258 FT LEFT OF CENTERLINE, UP TO 39 FT 
AGL/2269 FT MSL. 

CONTROLLING OBSTACLES:  

RWY 18: 2309 FT MSL TREE, 303426.58N/1003915.13W (CLIMB GRADIENT, CEILING, CLIMB-TO ALTITUDE), 2287 FT MSL TOWER, 
303404.00N/1003925.00W (VISIBILITY). 

OBSTACLE MANDATING ODP ROUTE DEVELOPMENT: RWY 18 – 2761 FT MSL TOWER, 303337.14N/1003755.07W 

REMARKS: 
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FLIGHT INSPECTED BY:  REQUIRED EFFECTIVE DATE:  

DEVELOPED BY;

  JACOB POWERS 
(SCOTT BAGENSIE) 

AJV-352 11/07/2014 ROUTINE

APPROVED BY:

GEORGE GONZALE AJV-352

COORDINATED WITH:

ALPA, AOPA, NBAA, ZFW, AMGR

CHANGES:  

1. INCORPORATED DEPARTURE ROUTE TO RUNWAY 18 FOR NEW OBSTACLES.
2. ADDED CLIMB GRADIENT OR CEILING AND VISIBILITY TO RWY 18.
3. UPDATED TAKE-OFF OBSTACLES.

REASONS:  

1. OBSTACLES IDENTIFIED IN BIENNIAL CAUSED ROUTE DEVELOPMENT TO MITIGATE PENETRATIONS.
2. ADDED VEGETATION TO MOUNTAIN IN MAP STUDY, PREVIOUS DEVELOPMENT (1993) DID NOT USE VEGETATION IN DEVELOPMENT.
3. MAP STUDY IDENTIFIED NEW OBSTACLES.

JACOB POWERS
Dec 30, 2014

JACOB POWERS
Dec 30, 2014

JACOB POWERS
Mar 11, 2015
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