ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT , HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings
are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated, except
visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
LOC: 5.16 NM AFTER BLNAP LOM/I-LCI 6.26 DME OR AT I-LCI 1.11
CON VOR/DME (IAF) NILUW INT/I-LCI 14.92 DME 353.07 / 16.94 4200 DME
LEB VOR/DME (IAF) NILUW INT/I-LCI 14.92 DME 133.00/ 24.65 4200
CLIMB TO 1200 THEN CLIMBING LEFT TURN TO 5000 VIA HEADING
NILUW INT (IF) BLNAP LOM/I-LCI 6.26 DME 083.54/8.65 (I-LCI) 2500* 264 AND LEB VOR/DME R-117 TO ANIER INT/LEB 25.00 DME AND
HOLD, CONTINUE CLIMB-IN-HOLD TO 5000.
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 116.70 INBOUND.
CHART FAS OBST: 779 TREE 433341N/0712817W
CHART 879 TREE 433217N/0713215W
CHART VDP AT 2.54 DME*
DISTANCE VDP TO THLD 1.43 NM.
*LOC ONLY.
CHART PLANVIEW NOTE: TRANSITIONS TO NILUW MAY
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REQUIRE USE OF CON R.353 AND LEB
2. PROFILE STARTS AT NILUW R-133 TO IDENTIFY INTERSECTION.
3.FAC: 08354 FAF: BLNAP LOM/I-LCI 6.26 DME DIST FAF TO MAP: 516 THLD: 516 |-FBR-133ISAFLIGHT CHECK VALUE.
4. MIN. ALT: NILUW 4200, BLNAP LOM/I-LCI 6.26 DME 2500*
5. DIST TO THLD FROM OM: 5.16 MM: 0.59 IM: - 150 HAT: - 100 HAT: - GSANT: 935
6. MIN GS INCPT: 3100 GSALTAT:- OM: 2256 MM: 776 IM: -
7. GS ANGLE: 3.00 TCH:44.3
8. MSA FROM: CON VORTAC 4200 MAG VAR: 16W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | ILS: # LOC: @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
S-ILS 08 825 1/2 280 825 1/2 280 825 1/2 280 825 1/2 280
S-LOC 08 1040 1/2 495 1040 1/2 495 1040 3/4 495 1040 1 495
CIRCLING 1420 1 875 1600 11/2 1055 1600 3 1055 2160 3 1615
NOTES:
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT (VGSI ANGLE {ANGLE}/TCH {FEET}). # @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: VDP NA WHEN USING CONCORD ALTIMETER SETTING. #C%TDAlggg:% CATB 1100-2, CAT C 1100-3, 0\)P\L/)~J_
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE CONCORD ALTIMETER SETTING AND INCREASE @ CAT A 900-2, CAT B 1100-2, CAT C 1100-3,
ALL DA/MDA 80 FEET. CAT D 1700-3 5
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT , HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE:FOR INOPERATIVE MALSR INCREASE S-ILS 8 ALL CATS VISIBILITY TO 1 MILE.

CHART NOTE: NIGHT LANDING RWY 26 NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CON VOR/DME VIA V322 SOUTHBOUND.
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