US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetlings are in feet
above airport elevation. Distances are in nautical miles uniess otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM 10 ~ COURSE AND DISTANCE ALTITUDE {iLS: DA ;
EEN VORTAC S a’éow INTIEEN VORTAC 6.71 192,01/ 671 3500 lﬁ&c. 6.30 MILES AFTER SWANZ OM OR AT EEN VORTAC 5.66 DME
GDM YOR/DME (IAF) CAHOW INT/EEN VORTAC 6.71 323.08/13.02 2900 CLIMB TO 1600 THEN CLIMBING LEFT TURN TO 3000 DIRECT EEN
DME (NOPT) VORTAC AND HOLD, OR AS DIRECTED BY ATC . ALTERNATE MA:
CLIMB TO 1600 THEN CLIMBING LEFT TURN TO 3200 HEADING 190
CAHOW INT/EEN VORTAC 6.71 SWANZ OM 018.24/ 6.00 (-EEN) 2600 AND GDM VOR/DME R-323 TO CAHOW INT/GDM VOR/DME 13.02
DME (IFNAF) DME AND HOLD.
ADDITIONAL FUGHT DATA:
HOLD N, RT, 191.00 INBOUND,
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S,
CAHOW INT/GDM VOR/DME 13.02 DME, LT, 018.24 INBOUND.
FAS OBST: 1124 AAO 424931N/0721726W
1201 AAO 424904N/0721708W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD S CAHOW, LT, 018.24 INBOUND, 2900 FT. IN LIEU OF PT (JAF)
3. FAC: 01824 FAF: SWANZ OM DIST FAF TOMAP: 630 THLD: 6.30
4. MIN. ALT: CAHOW 2900, SWANZ OM 2600, CIMVUEEN VORTAC 1.64 DME 1860*
5. DIST TO THLD FROM OM: 6.30 MM: - IM: - 150HAT: - 100HAT: - GSANT 960
6. MIN GS INCPT: 2600 GS ALT AT: GS INTCP OM: 2574 MM: . M -
7. GS ANGLE: 3.00 TCH:42,6
8. MSA FROM: EEN VORTAC 135-225 3300, 225-135 4700 MAG VAR: 15W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF:| | STANDARD| X | SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C D E
DH/MDA | VIS | HAT/HAA|{DHIMDA VIS HAT/HAA |DH/MDA VIS |HAT/HAA | DH/MDA VIS |{HAT/HAA]DH/MDA VIS |HAT/HAA
S-ILS 2 859 1 art 859 1 3rt 859 1 371 859 1 n
S-LOC 2 1860 114 1372 1860 11/4 1372 1860 2112 1372 1860 21/2 1372
CIRCLING 1860 11/4 1372 1860 112 1372 1860 3 1372 1860 3 1372
CIMVI FIX MINIMUMS
SLOC2 1260 1 772 1260 1 772 1260 13/4 772 1260 2 772
CIRCLING 1380 11/4 892 1500 11R 1012 1500 3 1012 1680 3 1192
NOTES: GLTF
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ) o
CHART PROFILE NOTE: VGS! AND ILS GLIDEPATH NOT COINCIDENT. 31 &
*LOC ONLY G
* 1920 WHEN USING ORANGE ALTIMETER SETTING. o
SEE 8260-10
CiTY AND STATE ELEVATION: 488  TDZE: 488 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
KEENE. NH AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 4 AMDT: 3
’ ‘ I-EEN :
DILLANT-HOPKINS 03 JUN 2010 DATED _ 03/15/2007
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
ILS - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.29 except visibilities which are in statute miles or in feet RVR.
NOTES CONT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ORANGE ALTIMETER SETTING AND INCREASE
ALL DA 55 FEET AND ALL MDA 60 FEET, AND INCREASE CIMVI FIX MINIMUMS S-LOC CATS C AND D VISIBILITY
1/4 MILE.

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING ORANGE ALTIMETER SETTING, INCREASE S-ILS ALL CATS
VISIBILITY TO 1 1/2 MILE, AND INCREASE S-LOC CAT B VISIBILITY TO 1 1/2 MILE.

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-LOC CAT A.
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC CAT B VISIBILITY TO 1 1/2 MILE.
CHART NOTE: CIMVI FIX MINIMUMS INOPERATIVE TABLE DOES NOT APPLY TO S-LOC CAT A.

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING CIMV1 FIX MINIMUMS, INCREASE S-LOC CAT B VISIBILITY
TO 1 1/4 MILE.

CHART NOTE: FOR CIMVI FIX MINIMUMS, FOR INOPERATIVE MALSR WHEN USING ORANGE ALTIMETER SETTING,
INCREASE S-.0C CAT B VISIBILITY TO 1 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON GDM VOR/DME AIRWAY RADIALS 263 CW 339.

CITY AND STATE ELEVATION: 488  TDZE: 488 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |spP:
KEENE, NH AIRPORT NAME: 'DEhiT'E'ifR: ILS OR LOC RWY 2, AMDT 4 AMDT: 3
DILLANT-HOPKINS 03 JUN 2010 DATED:  03/15/2007
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