
RNAV-STANDARD Bearings, headings, courses, and radials are maptk::. Elevations and altitudes are in feet, MSL, el<Ollpt 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes ant mininum altitudes uliess othetwise indicated. Celings ant il feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 alXMI airport elevation. Distances are in nautk:al miles ldess otherwise indlcatad, except vi91billlles whi:h 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

JKUKA (IAF) ZEKAM (NOPT) (FB) 341.56/12.53 3500 
LNAV/VNAV: DA 
LNAV: RW32 

ZEKAM (IF/IAF) WABTU (FB) 316.23 / 5.92 2400 
CLIMB TO 2600 DIRECT RUYOT AND HOLD. 

WABTU (FAF) RW32 (MAP) (FO) 316.16 / 5.62 

RW32 (MAP) 853 MSL 316.16 

853 MSL RUYOT {FO) 2600 

ADDITIONAL FLIGHT DATA: 
HOLD NW, RT, 135.99 INBOUND. 
CHART FAS OBST: 887 TOWER 385311N/0855306W 
CHART 916 TOWER 385039N/0854926W. 
DISTANCE TO THLD FROM 279 HAT: 0.76 NM. 
CHART VDP AT 1.56 MILES TO RW32* 
*LNAVONLY. 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF WAAS CHANNEL # 99403 

2. HOLoSe ZEKAM, RT, 316.23 INBOUND, 2400 FT. IN LIEU OF PT (IAF) -- REFERENCE PATH ID: W32A 
CHART CIRCLING ICON. 

3. FAC: 316.16 FAF: WABTU DIST FAF TO MAP: 5.62 THLD: 5.62 LTP HAE: 140.2 M 

4. MIN. ALT: ZEKAM 3500, WABTU 2400 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT: 

6. MIN GS INCPT: 2400 GS ALT AT: WABTU 2400 OM: MM: IM: 

7. GS ANGLE: 3.00 TCH:40.0 34:1 IS NOT CLEAR 

8. MSAFROM: RW32 2500 MAG VAR: 2W EPOCH YEAR: 1985 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260·15AFOR THIS AIRPORT ALTERNATE: NA xi 
CATEGORY =====> A B c D E 

DH/MD A VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DHIMDA VIS H~ 

LPVDA 859 1 285 859 1 285 859 1 285 859 1 285 

LNAV/VNAV DA 853 1 279 853 1 279 853 1 279 853 1 279 

LNAV MDA 1100 1 526 1100 1 526 1100 11/2 526 1100 11/2 526 

CIRCLING 1100 1 517 1100 1 517 1300 2 717 1300 2 1/4 717 

NOTES: 
CHART NOTE: BARO-VNAV NA WHEN USING LOUISVILLE !NTL-STANDIFORD FIELD ALTIMETER SETTING. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE LOUISVILLE !NTL-STANDIFORD FIELD '· 
ALTIMETER SETTING AND INCREASE ALL DA 117 FT AND ALL MDA 120 FT; INCREASE LPV ALL CATS, 
ISEE FORM 8260·10} 
CITY AND STATE ELEVATION: 583 TDZE: 574 FACILITY PROCEDURE NO./AMDT NO.IEFFECTIVE DATE: SUP: 

SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, AMDT 1 AMDT: ORIG 
RNAV 

FREEMAN MUNI DATED 05110/2007 
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US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE -TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

LNAVIVNAV ALL CATS AND LNAV CAT CID VISIBILITY 3/8 MILE AND CIRCLING CAT C/D VISIBILITY 1/2 MILE. 
CHART NOTE: DME/DME RNP-0.3 NA. 
CHART PLANVIEW NOTE: RADAR REQUIRED. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
CHART NOTE: VDP NA WITH LOUISVILLE !NTL-STANDIFORD FIELD ALTIMETER SETTING. 
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 314 SM NOT AUTHORIZED. 

CITY AND STATE 
SEYMOUR, IN 

ELEVATION: 583 

AIRPORT NAME: 
TDZE: 574 

FREEMAN MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 32, AMDT 1 

AMDT: ORIG 

DATED: 05110/2007 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HM, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

SEYMOUR, IN 

ELEVATION: 583 

AIRPORT NAME: 

TDZE: 574 

FREEMAN MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

M!A 

0 
0 
KSER 
RW32 
0 

0 
W32A 
385505.5360N 
0855425.4600W 
+o1402 
385607 .5940N 
0855547.4605W 
00040.0 
F 
03.00 
106.75 
1072 
40.0 
50.0 

55E491BF 

KS 
+01741 
+01741 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 32, AMDT 1 

AMDT: ORIG 

DATED: 05/10/2007 
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

ARINC PACKET 424-18 - RNAV (GPS) 

1 5 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
- - - - ------- - - -- - - - - -------- - - - - - - - - - -

SUSAEAENRT JKUKA K50 w N38351780W085381392 W0048 NAR JKUKA 
SUSAEAENRT RUY OT K50 w N39040021W086061380 W0045 NAR RUY OT 
SUSAEAENRT WABTU K50 w N38511064W085491563 W0047 NAR WABTU 
SUSAEAENRT ZEKAM K50 w N38470265W085434968 W0048 NAR ZEKAM 

1 5 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSERK5ASER 0 055YHN38552892W085543007W002000583 1800018000C MNAR FREEMAN MUNI 

5 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

- - - -- - - - - - - - - - - ------ - - - - - ------
SUS AP KSERK5FR32 AJKUKA OlOJKUKAKSEAOE A IF 18000 A JS 
SU SAP KSERK5FR32 AJKUKA 020ZEKAMK5EAOEE B OlOTF 34160125 + 03500 A JS 
SUSAP KSERK5FR32 AZEKAM 010ZEKAMK5EAOEE AR HF 31620040 + 02400 18000 A JS 
SUSAP KSERK5FR32 R 010ZEKAMK5EAOE I IF + 02400 18000 A JS 
SUSAP KSERK5FR32 R 020WABTUK5EA1E F 051TF 31620059 + 02400 RW32 K5PGA JS 
SUS AP KSERK5FR32 R 020WABTUK5EA2WALPV ALNAV/VNAV ALNAV JS 
SU SAP KSERK5FR32 R 030RW32 K5PGOGY M 031TF 31620056 00611 -300 A JS 
SUS AP KSERKSFR32 R 040 0 M CA 3162 + 00853 A JS 
SU SAP KSERK5FR32 R 050RUYOTKSEAOEY DF + 02600 A JS 
SUS AP KSERK5FR32 R 060RUYOTK5EAOEE R020HM 13600040 ... 02600 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSERK5GRW32 0055023161 N38550554W085542546+0200 +0140200571000040100R 

---------··---··---
1 2 3 4 5 6 7 8 9 0 1 2 3 

pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSERK5PR32 
SUSAP KSERK5PR32 

RW32 001 OOOOW32AON3855055360W08554254600+014020300N3856075940W08555474605106751072000400F40050055E491BF 
RW32 002E +01741+01741LPV 99403 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSERK5SRW32 K5PG 

CITY AND STATE 
SEYMOUR, IN 

0 18018002525 

ELEVATION: 583 TDZE: 574 

AIRPORT NAME: 
FREEMAN MUNI 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

M 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 32, AMDT 1 

AMDT: ORIG 

DATED: 05/10/2007 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

ARINC SUMMARY - 424 18 -

ROUTES TRANSITION 

JKUKA 
JKUKA 
ZEKAM 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
SEYMOUR, IN 

RNAV (GPS) 

FIX SEQ USE PATH 

JKUKA 010 IAF IF 
ZEKAM 020 TF 
ZEKAM 010 IAF HF 
ZEKAM 010 FACF IF 
WA BTU 020 FAF TF 
RW32 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
RUYOT 050 DF 
RUYOT 060 HM 

WAYPOINT LAT IN SECS 

JKUKA N383517.80 
RUY OT N390400.21 
WABTU N385110.64 
ZEKAM N384702.65 
RW32 N385505.54 

THRESHOLD 
RWY ELEVATION TCH 

RW32 00571 40 

ELEVATION: 583 TDZE: 574 

AIRPORT NAME: 
FREEMAN MUNI 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 

R FO 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

R FO 

LONG IN SECS 

W0853813. 92 
W0860613. 80 
W0854915.63 
W0854349.68 
W0855425.46 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1. 0 341.6(339.6T) 012.5 AA 03500 
316 .2 (314 .2TJ 004.0 AA 02400 

AA 02400 
0.5 316.2(314.2T) 005.9 AA 02400 
0.3 316.2(314.2T) 005.6 AT 00611 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

316 .2 (314. 2T) AA 00853 
AA 02600 

2.0 136.0(134.0T) 004.0 AA 02600 

LAT IN MINS LONG IN MINS 

N3835.297 W08538.232 
N3904.004 W08606.230 
N3851.177 W08549.261 
N3847.044 W08543.828 
N3855.092 W085S4.424 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 32, AMDT 1 

AMDT: ORIG 

DATED: 05/10/2007 
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