
RNAV(GPS)-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum aHitudes unless otherwise indicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 abolle airpat elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

CABNA(IAF) BIKME (NOPT) (FB) 179.21/5.00 2500 
LNAVNNAV: DA 
LNAV: RW09 

GOVME (IAF) BIKME (NOPT) (FB) 359.21 /5.00 2500 
CLIMB TO 2500 DIRECT ONZIG AND HOLD. 

BIKME (IFnAF) ASORE(FB) 089.21/6.14 2000 

ADDITIONAL RJGfT DATA: 
HOLD E, RT, 269.51 INBOUND. 
CHART FAS OBST: 579 TREE 374838N/0874626W 
CHART FAS OBST: 490 TREE 374824N/0874239W 
FAS OBST: 659 AAO 374739N/0874806W 
DISTANCE TO THLD FROM 309 HAT: 0.83 NM. 
CHART VDP AT 1.29 MILES TO RW09* *LNAV ONLY. 

1. Pf SIDE OF COURSE OUTBOUND FT WllHIN MILES OF (IAF) WAAS CHANNEL# 9n09 

2. HOLD W BIKME, RT, 089.21 INBOUND, 2500 FT. IN LIEU OF PT (JAF) 
-- REFERENCE PATH ID: W09A 

CHART TDZE 385 AND APT ELEV 387 

3. FAC: 089.29 FAF:ASORE DIST FAF TO MAP: 4.86 THLD: 4.86 

4. MIN. AL T: BIKME 2500, ASORE 2000 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS tNCPT: 2000 GS AL TAT: ASORE -oM: MM: IM: 

7. GSANGLE: 3.00 TCH:46.6 34:1 IS NOT CLEAR 

8. MSAFROM: MAGVAR: 1W EPOCH YEAR: 1990 

MINIMUMS 

TAKEOFF: I I STANDARD I X I SEE FAA FORM 8260-15A FOR THISAIRPOR ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA \t1S HAT/HAA DHIMDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 694 1 309 694 1 309 694 1 309 694 1 309 

LNAVNNAVDA n4 11/4 389 n4 11/4 389 n4 11/4 389 n4 11/4 389 

LNAVMDA 840 1 455 840 1 455 840 11/4 455 840 11/2 455 

CIRCLING 880 1 493 880 1 493 880 11/2 493 940 2 553 

NOTES: 
@ NA WHEN LOCAL WEATHER NOT AVAILABLE. CHART NOTE: FOR UNCOMPENSATED BARQ..VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (SF) OR ABOVE 48C (118F). 

CHART NOTE: DMEIDME RNP..0.3 NA. 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART NOTE: BARQ..VNAV AND VDP NA WHEN USING EVANSVILLE ALTIMETER SETTING. 
~~=~= ~~f\..10 

CITY AND STATE ELEVATION: 387 TDZE: 385 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

HENDERSON,KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, AMDT 1 
AMDT: ORIG 

RNAV 
HENDERSON CITY-cOUNTY DATED 0112~~L 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV(GPS)-STANDARD 
INSTRUMENT APPROACH PROCEDURE- FAR PART 97.33 

NOTES CONT. 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EVANSVILLE ALTIMETER SETTING AND 
INCREASE ALL DA 41 FEET AND ALL MDA 60 FEET AND LPV ALL CATS, LNAVNNAV ALL CATS AND LNAV CATS 
CID VISIBILmES 1/4 MILE. 

TAA 
FROM 

1. 359130 CW 179130 (NOPT) 
2. 359/15 cw 179/15 
3. 179130 cw 269/30 
4. 269130 cw 359130 

CITY AND STATE 
HENDERSON, KV 

TO 
359115 cw 179115 
BIKME (IFnAF) (FB) 
CABNA (IAF) (FB) 
GOVME (IAF) (FB) 

ELEVATION: 387 

AIRPORT NAME: 

ALT 
2600 
2500 
2500 
2500 

TDZE: 385 

HENDERSON CITY ..COUNTY 

FAA FORM 8260-10 I MARCH 2003 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 9, AMDT 1 

SUP: 

AMDT: ORIG 
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

HENDERSON, KY 

ELEVATION: 387 

AIRPORT NAME: 
TDZE: 385 

HENDERSON CITY-COUNTY 

FAA FORM 8260-10 I MARCH 2003 (Computer Generated) 

~ 

0 
0 
KEHR 
RW09 
0 

0 
W09A 
374827 .4350N 
0874142. 7505W 
+00866 
374829.9900N 
0873950.3700W 
00046.6 
F 
03.00 
106.75 
1072 
40.0 
50.0 

21538FC6 

K5 
+01171 
+01171 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 9, AMDT 1 

SUP: 

AMDT: ORIG 

DATED: 0112~ 1";. 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET- 424-18 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT ASORE K50 
SUSAEAENRT BIKME K50 
SUSAEAENRT CABNA K50 
SUSAEAENRT GOVME K50 
SUSAEAENRT ONZIG K50 

w 
w 
w 
w 
w 

N37481887W087475068 
N37480760W087553516 
N37530780W087554700 
N37430740W087552335 
N37484803W087255626 

W0029 
W0029 
W0029 
W0029 
W0029 

NAR 
NAR 
NAR 
NAR 
NAR 

AS ORE 
BIKME 
CABNA 
GOVME 
ON ZIG 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEHRK5AEHR 0 055YHN37482820W087410850W001000387 1800018000C MNAR HENDERSON CITY-COUNTY 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEHRK5FR09 ABIKME 010BIKMEK5EAOEE CR HF 08920040 + 02500 18000 A JS 
SUSAP KEHRK5FR09 ACABNA 010CABNAK5EAOE A IF 18000 A JS 
SUSAP KEHRK5FR09 ACABNA 020BIKMEK5EA0EE 010TF 17920050 + 02500 A JS 
SUSAP KEHRK5FR09 AGOVME 010GOVMEK5EAOE A IF 18000 A JS 
SUSAP KEHRK5FR09 AGOVME 020BIKMEK5EAOEE 010TF 35920050 + 02500 A JS 
SUSAP KEHRK5FR09 R 010BIKMEK5EA0E I IF + 02500 18000 A JS 
SUSAP KEHRK5FR09 R 020ASOREK5EA1E F 051TF 08920061 + 02000 A JS 
SUSAP KEHRK5FR09 R 020ASOREK5EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KEHRK5FR09 R 030RW09 K5PG0GY M 031TF 08930049 00431 -300 A JS 
SUSAP KEHRK5FR09 R 0400NZIGK5EAOEYM 010DF + 02500 A JS 
SUSAP KEHRK5FR09 R 0500NZIGK5EAOEE HR020HM 26950040 + 02500 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEHRK5GRW09 0055030894 N37482744W087414275+0000 +0086600384000047100R 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEHRK5PR09 RW09 001 OOOOW09AON3748274350W08741427505+008660300N3748299900W08739503700106751072000466F40050021538FC6 
SUSAP KEHRK5PR09 RW09 002E +01171+01171LPV 97709 000 

CITY AND STATE 

HENDERSON,KY 

ELEVATION: 387 

AIRPORT NAME: 

TDZE: 385 

HENDERSON CITY-COUNTY 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 9, AMDT 1 

SUP: 

AMDT: 

DATED: 

ORIG 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 

ROUTES TRANSITION 

BIKME 
CABNA 
CABNA 
GOVME 
GOVME 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

FIX 

BIKME 
CABNA 
BIKME 
GOVME 
BIKME 
BIKME 
A SORE 
RW09 

FIX 

ONZIG 
ONZIG 

WAYPOINT 

AS ORE 
BIKME 
CABNA 
GOVME 
ONZIG 
RW09 

RWY 

RW09 

SEQ USE PATH 

010 HF 
010 IAF IF 
020 TF 
010 IAF IF 
020 TF 
010 FACF IF 
020 FAF TF 
030 MAP TF 

SEQ USE PATH 

040 DF 
050 HM 

LAT IN SECS 

N374818.87 
N374807.60 
N375307.80 
N374307.40 
N374848.03 
N374827.44 

THRESHOLD 
ELEVATION TCH 

00384 47 

TURN FO/FB 

R FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FO 
R FO 

LONG IN SECS 

W0874750.68 
W0875535.16 
W0875547.00 
W0875523.35 
W0872556.26 
W0874142.75 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE 

089.2(088T) 004.0 02500 

1.0 179.2(178T) 005.0 02500 

1.0 359.2 (358T) 005.0 02500 
02500 

0.5 089.2(088T) 006.1 02000 
0.3 089.3(088T) 004.9 00431 

RNP MAG(TRUE) DISTANCE ALTITUDE 

1.0 02500 
2.0 269.5(269T) 004.0 02500 

LAT IN MINS LONG IN MINS 

N3748.315 W08747.845 
N3748.127 W08755.586 
N3753.130 W08755.783 
N3743.123 W08755.389 
N3748.801 W08725.938 
N3748.457 W08741.713 

CITY AND STATE 

HENDERSON,KY 

ELEVATION: 387 

AIRPORT NAME: 

TDZE: 385 FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 9, AMDT 1 

RNAV 
HENDERSON CITY-COUNTY 

FAA FORM 8260-10 I MARCH 2003 (Computer Generated) 

AMDT: ORIG 

DATED: 
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