
RNAV(GPS)-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudesunlessothe!Wiseindicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 abc1.<e airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

GOODE SOCDO(FB) 269.44 I 6.08 6500 
LNAVNNAV: DA 
LNAV: RW07 

SOC DO FEVDO(FO) 269.35 I 6.90 5900 
CUMB TO 7200 DIRECT MEVLE AND LEFT TURN VIA 034.19 TRACK 

ALKAL(IAF) FEVDO (NOPT) (FB) 102.76114.83 5900 TO KINZE AND HOLD. 

FEVDO (IFnAF) JEGAP(FB) 068.0416.26 5400 

ADDillONAL R.IGIT DATA: 
HOLD N, AT, 171.071NBOUND. 
CHART FAS OBST: 3779 TREE 425444NI1144625W 
CHART FAS OBST: 3819 TREE 425439N/1144559W 
DISTANCE TO THLD FROM 250 HAT: 0.80 NM. 
WAAS CHANNEL# 53709 
REFERENCE PATH ID: W07A 

1. Pf SIDE OF COURSE OUTOOUND FT \MTHIN MILES OF (IAF) --
2. HOLD W FEVDO, RT, 068.04 INBOUND, 5900 FT. IN UEU OF PT(IAF) 

3. FAC: 068.14 FAF:JEGAP DIST FAF TO MAP: 5.24 THLD: 5.24 

4. MIN. ALT: FEVDO 5900, JEGAP 5400 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 5400 GSALT AT:JEGAP OM: MM: IM: 

7. GSANGLE: 3.00 TCH:40.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW07 8100 MAGVAR: 16E EPOCH YEAR: 1990 

MINIMUMS 

TAKEOFF: I l STANDARD I X I SEE FM FORM 8260-15A FOR THIS AIRPOR ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A B c D E 

DHIMDA VIS HAT/HM DH/MDA \11S HAT/HAA DHIMDA VIS HAT/HM DH/MDA VIS HAT/HM DH/MDA VIS HAT/HM 
LPVDA 3960 1 250 3960 1 250 3960 1 250 3960 1 250 

LNAVNNAV DA 4049 1114 339 4049 1114 339 4049 1114 339 4049 1114 339 

LNAV MDA 4120 1 410 4120 1 410 4120 1114 410 4120 1114 410 

CIRCUNG 4260 1 528 4260 1 528 4260 11/2 528 4300 2 568 

NOTES: 
@ NA WHEN LOCAL WEATHER NOT AVAILABLE. CHART NOTE: BARO-VNAV NA WHEN USING JEROME COUNTY ALTIMETER SETTING. 

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -22C (-7F) OR ABOVE 41C 
(105F). 
CHART NOTE: DMEIDME RNP-0.3 NA. 
SEE A2Gll-10 
CITY AND STATE ELEVATION: 3732 TDZE:3710 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

GOODING,ID AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, ORIG 
AMDT: NONE 

RNAV 

~U..:; 
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US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV(GPS)-STANDARD 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 

INSTRUMENT APPROACH PROCEDURE- FAR PART 97.33 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

NOTES CONT. 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT GOODE VIA V4 EASTBOUND AND V293 SOUTHEAST BOUND. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ALKAL VIA V253 NORTHWEST BOUND. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ALKAL VIA V330 SOUTHWEST BOUND. 
CHART NOTE: OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED USE JEROME COUNTY ALTIMETER 
SETTING AND INCREASE ALL DA 86 FEET AND ALL MDA 100 FEET. INCREASE LPV VISIBILITY 1/4 MILE ALL 
CATS, LNAVNNAV VISIBILITY 1/2 MILE ALL CATS, LNAV VISIBILITY CAT C AND D 1/4 MILE, AND CIRCLING 
VISIBILITY CAT C 1/4 MILE. 

CITY AND STATE 
GOODING,ID 

ELEVATION: 3732 TDZE: 3710 FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 

AIRPORT NAME: RNAV (GPS) RWY 7, ORIG 
RNAV 

SUP: 

AMDT: NONE 

' (/ GOODING MUNI DATED: 
Q Lv~~---------------------------------------------~-------------------------------------------------------~----------------L----------------------------------------------------------------------~-------------------------~ 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTPIFTP LATITUDE 
LTP/FTP LONGITUDE 
L TPJFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDmONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

ELEVATION: 3732 TDZE: 3710 CITY AND STATE 
GOODING,ID AIRPORT NAME: 

DATA 

0 
0 
KGNG 
RW07 
0 

0 
W07A 
425459.4465N 
1144626.3405W 
+11020 
425508.41 OON 
1144425.7000W 
00040.0 
F 
03.00 
106.75 
1304 
40.0 
50.0 

D3EBFF3F 

K1 
+11172 
+11172 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 7, ORIG 

marie mason
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet. MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET· 424-18 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT ALKAL K10 w L N43005835W115194126 E0140 NAR ALKAL 
SUSAEAENRT FEVDO K10 w N42534888W115020030 E0138 NAR FEVDO 
SUSAEAENRT GOODE K10 c L N42502278W114445920 E0135 NAR GOODE 
SUSAEAENRT JEGAP K10 w N42542753W114533237 E0134 NAR JEGAP 
SUSAEAENRT KINZE K10 c L N43045180W114231923 E0137 NAR KINZE 
SUSAEAENRT MEVLE K10 w N42553432W114383324 E0134 NAR MEVLE 
SUSAEAENRT SOCDO K10 w N42515960W114525716 E0135 NAR SOC DO 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KGNGK1AGNG 0 047YHN42550180W114455460E016003732 1800018000C MNAR GOODING MUNI 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KGNGK1FR07 AALKAL 010ALKALK1EA0E A IF 18000 A JS 
SUSAP KGNGK1FR07 AALKAL 020FEVDOK1EA0EE 010TF 10280148 + 05900 A JS 
SUSAP KGNGK1FR07 A GOODE 010GOODEK1EA0E IF 18000 A JS 
SUSAP KGNGK1FR07 A GOODE 020SOCDOK1EAOEE 020TF 26940061 + 06500 A JS 
SUSAP KGNGK1FR07 ASOCDO 010SOCDOK1EAOE IF 18000 A JS 
SUSAP KGNGK1FR07 ASOCDO 020FEVDOK1EA0EY A 020TF 26940069 + 05900 A JS 
SUSAP KGNGK1FR07 ASOCOO 030FEVDOK1EAOEB CR HF 06800050 + 05900 A JS 
SUSAP KGNGK1FR07 R 010FEVDOK1EA0E I IF + 05900 18000 A JS 
SUSAP KGNGK1FR07 R 020JEGAPK1EA1E F 051TF 06800063 + 05400 RW07 K1PGA JS 
SUSAP KGNGK1FR07 R 020JEGAPK1EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KGNGK1FR07 R 030RW07 K1PGOGY M 031TF 06810052 03705 -300 A JS 
SUSAP KGNGK1FR07 R 040MEVLEK1EA0E M 010DF A JS 
SUSAP KGNGK1FR07 R 050KINZEK1EAOEY L010TFY 0342 + 07200 A JS 
SUSAP KGNGK1FR07 R 060KINZEK1EAOEE HR020HM 17110070 + 07200 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KGNGK1GRW07 

CITY AND STATE 

GOODING,ID 

0047450682 N42545945W114462634+1400 

ELEVATION: 3732 

AIRPORT NAME: 
TDZE: 3710 

+1102003665000040075R 

FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 7, ORIG 

SUP: 

AMDT: NONE 

p ~(/'"?- GOODING MUNI 
RNAV 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTl'IATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

1 2 3 4 5 6 7 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KGNGK1PR07 RW07 001 OOOOW07AON4254594465W11446263405+110200300N4255084100W11444257000106751304000400F400500D3EBFF3F 
SUSAP KGNGK1PR07 RW07 002E +11172+11172LPV 53709 000 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KGNGK1SRW07 K1PG 

CITY AND STATE 
GOODING,ID 

0 18018008125 

ELEVATION: 3732 

AIRPORT NAME: 
TDZE:3710 

f) '~~ GOODING MUNI 

l"' F,. FORM 8260-10 I MARCH 2003 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

M 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 7, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPSd STANDARD INSTRUMENT APPROACH PROCEDURE 
FLI HT STANDARDS SERVICE- FAR PART 97.33 

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 

ROUTES TRANSITION FIX 

ALKAL ALKAL 
ALKAL FEVDO 
GOODE GOODE 
GOODE SOC DO 
SOCDO SOC DO 
SOCDO FEVDO 
SOCDO FEVDO 

FEVDO 
JEGAP 
RW07 

MISSED APPROACH FIX 

MEVLE 
KINZE 
KINZE 

POINT DATA WAYPOINT 

ALKAL 
FEVDO 
GOODE 
JEGAP 
KINZE 
MEVLE 
SOC DO 
RW07 

RUNWAY DATA 
RWY 

RW07 

SEQ USE PATH 

010 IAF IF 
020 TF 
010 IF 
020 TF 
010 IF 
020 IAF TF 
030 HF 
010 FACF IF 
020 FAF TF 
030 MAP TF 

SEQ USE PATH 

040 DF 
050 TF 
060 HM 

LAT IN SECS 

N430058.35 
N425348.88 
N425022.78 
N425427.53 
N430451. 80 
N425534.32 
N425159.60 
N425459.45 

THRESHOLD 
ELEVATION TCH 

03665 40 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FO 

R FO 
FB 
FB 
FO 

TURN FO/FB 

FB 
L FO 
R FO 

LONG IN SECS 

W1151941.26 
Wl150200. 30 
W1144459.20 
W1145332. 37 
W1142319. 23 
W1143833. 24 
W1145257 .16 
Wll44626. 34 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feel above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feel RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE 

1.0 102.8 (119T) 014.8 05900 

2.0 269.4(285T) 006.1 06500 

2.0 269.4(285T) 006.9 05900 
068.0(084T) 005.0 05900 

05900 
0.5 068.0(084T) 006.3 05400 
0.3 068.1(084T) 005.2 03705 

RNP MAG(TRUE) DISTANCE ALTITUDE 

1.0 
1.0 034.2(050T) 07200 
2.0 171.1(187T) 007.0 07200 

LAT IN MINS LONG IN MINS 

N4300.973 Wll519.688 
N4253.815 W11502. 005 
N4250.380 W11444.987 
N4254.459 W11453. 540 
N4304.863 W11423. 321 
N4255.572 W11438. 554 
N4251.993 Wll452. 953 
N4254.991 W11446. 439 

CITY AND STATE 

GOODING,ID 

ELEVATION: 3732 

AIRPORT NAME: 

TDZE: 3710 FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 7, ORIG 

RNAV AMDT: NONE 

0 '~v-y_ 
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