
U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

VOR STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Celings are in feet above airport eletation. Distances are in nautical miles unless otherwise indicated, 

FLIGHT STANDARDS SERVICE - FAR PART 97.23 except visibilities which are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE MAP: 5.15 MILES AFTER STUBR INT/FCM 6.36 DME OR AT FCM 
1.22 DME FIX 

GEPVORTAC FCMVOR/DME 182.78/19.45 2700 
CLIMB TO 1800 THEN CLIMBING RIGHT TURN TO 2700 DIRECT 

FCMVOR/DME STUBR INT/FCM 6.36 DME 279.94 / 6.36 2700 FCM VOR/DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 2700. 

FASAP/FCM 13.00 DME CW 
(IAF) 

CIREK/FCM 13.00 DME (NOPT) 13.00 DME ARC 2600 

crREK/FCM 13.00 DME {IF) STUBR JNT/FCM 6.36 DME 099.94 / 6.64 (FCM R-280) 2600 

ADDITIONAL FLIGHT DATA: 

HOLD W, RT, 085.00 INBOUND. 
CHART FAS OBST: 1029 TREE 444946N/0933015W 
1249 AAO 445207N/0933.616W. 
CHART VDP AT 2.29 DME; 
DISTANCE VDP TO THLD 1.07 MILES. 
CHART FCM R-175 AT FASAP. 
STUBR TO RW10R: 3.04142. 
FAC 50L OF RWY C/L EXTENDED 3000 FROM THLD. 

1.PT L SIDE OF COURSE 279.94 OUTBOUND 2700 FT WITHIN 10 MILESOF STU BR (IAF) -- --- ---
2. 

3.FAC 099.94 FAF STUBR INT/FCM 6.36 DME DIST FAF TO MAP 5.15 THLD 5.15 

4.MIN.ALT STUBR 2600, HJVAT/FCM 2.90 DME 1460* 
8. MSA FROM: FCM VOR/DME 360-090 3500, 090-360 2800 MAG VAR: 1E EPOCH YEAR:2010 

MINIMUMS 

TAKEOFF: I I STANDARD I X I SEE FAA FORM 8260~15A FOR THIS AIRPORT ALTERNATE: NA I STANDARD@ 

CATEGORY =====> A B c D E 

MDA VIS HAT/HM MDA VIS HAT/HM MDA VIS HAT/HM MDA VIS HAT/HM MDA VIS HAT/HM 
S-10R 1460 1/2 555 1460 1/2 555 1460 1 555 1460 11/4 555 

t;IRCLING 1460 1 554 1460 1 554 1460 11/2 554 1460 2 554 

HJVAT FIX MINIMUMS 

MOR 1280 1/2 375 1280 1/2 375 1280 1/2 375 1280 1 375 

t:IRCLING 1320 1 414 1360 1 454 1360 1112 454 1460 2 554 

NOTES: 

*1500 WHEN USING MINNEAPOLIS ST-PAUL INTL/WOLD-CHAMBERLAIN ALTIMETER SETTING. @NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MINNEAPOLIS ST-PAUL QWJ-1~ 
INTL/WOLD-CHAMBERLAIN ALTIMETER SETTING AND INCREASE ALL MDA 40 FEET, HJVAT FIX MINIMUMS: 
INCREASE S-10R CAT C VISIBILITY 1/4 MILE. 5 

SEE 8260-10 ~cv<<"' 
CITY AND STATE ELEVATION: 906 TDZE: 905 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP 

MINNEAPOLIS, MN AIRPORT NAME: IDENTIFIER: VOR RWY 10R, AMDT 9, 02/11/2010 
FCM AMDT BB 

FL YING CLOUD DATE 12/2512003 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

VOR STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· ·FAR PART 97.23 

NOTES CONT. 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibiHties which are in statute miles or in feet RVR. 

CHART NOTE: FOR INOPERATIVE MALSR, HIVAT FIX MINIMUMS: INCREASE S·10R CAT D VISBILITY TO 11/4 
MILE. 

CHART NOTE: VDP NA WHEN USING MINNEAPOLIS ST -PAUL INTL/WOLD-CHAMBERLAIN ALTIMETER SETTING. 

CITY AND STATE 

MINNEAPOLIS, MN 

ELEVATION: 906 

AIRPORT NAME: 

TDZE: 905 

FL YING CLOUD 

FAA FORM 8260-10 I MARCH 2003 (Computer Generated) 

FACILITY 
IDENTIFIER: 

FCM 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
VOR RWY 10R, AMDT 9, 02/11/2010 

AMDT: 88 

DATED: 1212512003 
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