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AFFECTED PARTS
This revised Unapproved Parts Notification clarifies the engine make and model numbers below.

Honeywell International, Inc., Engines ALF502 and LF507 (including former Allied Signal Engines
ALF502 and ALF507); and Textron Lycoming Engines T55L712 and T55L714.

PURPOSE

The purpose of this notification is to advise all aircraft owners, operators, maintenance organizations, and parts
suppliers and distributors regarding aircraft engine oil seals that have been produced and sold without benefit
of a Federal Aviation Administration (FAA) production approval. The oil seals, part no. 2-300-387-05 (NSN
no. 5330-00-169-5088), are used to seal the bearing pack in the above-referenced Allied Signal engines.

BACKGROUND

Information received during a FAA suspected unapproved parts investigation revealed that EG&G Belfab
(EG&G), 305 Fentress Blvd., Daytona Beach, FL 32114, produced and sold 179 oil seals (part

no. 2-300-387-05) (CAGE code 99193) without benefit of PMA or direct ship authority. Although EG&G is a
supplier of the oil seals to Allied Signal engines, EG&G does not hold PMA and did not hold direct ship
authority to sell the oil seals to third parties. Between April 1997 and October 1998, EG&G sold 179 oil seals
bearing the Allied Signal part number to Transupport, Inc., Merrimack, NH. The oil seals are used for
installation in Allied Signal housing subassembly nos. 4 and 5 bearing, part no. 2-141-930-03.

The following are the serial numbers and ship dates of the oil seals sold to Transupport, Inc.:

Part Name: Oil Seal
Part Number: 2-300-387-05

Serial Number Date Shipped Quantity

215-220 4-19-97 6
221-262 5-2-97 42
1114 5-2-97 1
263 5-27-97 1
285-288 7-15-97 4
289-313 10-14-97 25
314-338 12-15-97 25
339-363 3-20-98 25
364-388 6-2-98 25
1950-1954 9-4-98 5
1956-1962 9-4-98 7
1964-1967 9-4-98 4
2411-2420 10-23-98 9
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RECOMMENDATION

Regulations require that type-certificated products conform to their type design. Aircraft owners, operators,
maintenance organizations, parts suppliers, and distributors should inspect their aircraft, aircraft records,
and/or aircraft parts inventories for any of the above-referenced oil seals purchased from either EG&G or
Transupport, Inc. If any of the oil seals are installed on aircraft, appropriate action should be taken. If any of
the oil seals are found in existing parts stock, it is recommended that the seals be quarantined to prevent
installation until a determination can be made regarding each seal’s eligibility for installation.

FURTHER INFORMATION

Further information may be obtained from the FAA Manufacturing Inspection District Office (MIDO)
indicated below. The FAA would appreciate any information concerning the discovery of the above-
referenced parts from any source, the means used to identify the source, and the action taken to remove the
parts from service.

This notice originated from the Orlando MIDO, 5950 Hazeltine National Drive, Room 405, Orlando,
FL 32822, telephone (407) 855-9050, fax (407) 438-1900; and was published through the FAA Suspected
Unapproved Parts Program Office, AVR-20, telephone (703) 661-0581, fax (703) 661-0113.



