Errata Sheet for 

Advisory Circular 150/5300-13, Airport Design – Change 13
Last Update: July 31, 2008
This errata sheet logs content errors that were identified after the advisory circular (AC) was published online on June 20, 2008.  These errors have been corrected in the electronic version of the AC available on the FAA website.  

All page numbers refer to the PDF version of the document posted on www.faa.gov.

	#
	Description of Correction
	Location
	Rationale
	Date Error Corrected



	1
	Modified beginning of paragraph 213 to clarify applicability of holdline standards to airports without operating control towers.
	Page 13
	Needed clarification to ensure readers understood how standards applied to 

both controlled and uncontrolled 

airports.
	6/23/2008

	2
	Corrected the following errors in Table 2-2:

· For visual runways and runways with not lower than ¾-statute mile approach visibility minimums, Aircraft Parking Area dimensions for Airplane Design Groups (ADGs) I and III.

· For runways with lower than ¾-statute mile approach visibility minimums, Taxiway/Taxilane Centerline dimensions for ADGs I and III and Aircraft Parking Area dimensions for ADGs I, III, V, and VI.
	Page 15 
	Typographical error.
	6/23/2008

	3
	Modified note 7 in Table 2-2.
	Page 15
	Clarified note.
	6/23/2008

	4
	In Table 2-2, change “Taxiway/Taxilane Centerline 3/” for runways with lower than ¾-statute mile approach visibility minimums to “Taxiway/Taxilane Centerline 2/”.
	Page 15
	Typographical error. Line should refer to note 2/, not note 3/.
	7/31/2008


