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SECTION 3 APPENDIX: AIRCRAFT CAPACITY AND UTILIZATION 
FACTORS DETAIL TABLES 
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Table 3-3.1: 2013 Block Hours by Aircraft Certification and Reporting Group 
Detail By Equipment Type

 

Aircraft Category Part 121 Air Carriers Filing Part 121 Air Carriers Filing Total

Schedule P‐5.2 Schedule P‐5.1

Passenger All‐Cargo Passenger All‐Cargo Passenger All‐Cargo

Wide‐body more than 300 seats 191,834 0 0 0 191,834 0

B747‐4 164,966 164,966 0

B777‐3 26,868 26,868 0

Wide‐body 300 seats and below 2,006,089 0 0 0 2,006,089 0

A330‐2 198,832 198,832 0

A330‐3 99,997 99,997 0

B767‐2/R 97,213 97,213 0

B767‐3/R 760,320 760,320 0

B767‐4 171,824 171,824 0

B777‐2 646,314 646,314 0

B787‐8 18,756 18,756 0

MD‐11 12,833 12,833 0

Four‐engine wide‐body 0 235,903 0 1,439 0 237,342

B747‐2/3 15,939 0 15,939

B747‐4 181,312 1,439 0 182,751

B747‐4F 14,210 0 14,210

B747‐8F 24,442 0 24,442

Three‐engine wide‐body 0 365,601 0 0 0 365,601

DC‐10‐10 70,053 0 70,053

DC‐10‐30 29,478 0 29,478

MD‐11 266,070 0 266,070

Two‐engine wide‐body 0 534,015 0 9,579 0 543,594

A300‐6 166,039 0 166,039

A310‐2CF 30,379 0 30,379

B767‐2/R 70,329 0 70,329

B767‐3/R 153,562 9,579 0 163,141

B777‐F 113,706 0 113,706

Narrow‐body more than 160 seats 2,260,009 132,880 0 0 2,260,009 132,880

A321 330,187 330,187 0

B737‐9 363,365 363,365 0

B757‐2 1,431,583 130,493 1,431,583 130,493

B757‐3 134,874 134,874 0

DC‐8‐62 2,387 0 2,387

Narrow‐body 160 seats and below 8,959,309 16,125 6,427 22,445 8,965,736 38,570

A318 3,382 3,382 0

A319 992,331 992,331 0

A320‐1/2 1,799,004 1,799,004 0

B717‐2 326,432 326,432 0

B727‐2 8,288 7,403 0 15,691

B737‐1/2 5,208 0 5,208

B737‐2C 5,112 0 5,112

B737‐3 401,821 1,700 401,821 1,700

B737‐4 166,568 6,427 172,995 0

B737‐5 53,532 53,532 0

B737‐7 1,902,513 1,902,513 0

B737‐8 2,033,522 2,033,522 0

DC‐8‐72 2,256 0 2,256

DC‐9‐15F 2,615 547 0 3,162

DC‐9‐30 2,584 2,475 0 5,059

DC‐9‐50 41,771 41,771 0

MD‐80 1,049,744 382 1,049,744 382

MD‐87 272 272 0

MD‐90 188,417 188,417 0

RJ more than 60 seats 2,156,423 0 0 0 2,156,423 0

CRJ‐900 427,675 427,675 0

EMB‐170 272,697 272,697 0

EMB‐190 285,650 285,650 0

ERJ‐175 329,838 329,838 0

RJ‐700 840,563 840,563 0

RJ 60 seats and below 2,596,269 2,684 0 0 2,596,269 2,684

CRJ‐2/4 1,352,788 1,352,788 0

EMB‐135 40,302 40,302 0

EMB‐140 235,637 235,637 0

EMB‐145 967,542 967,542 0

FALCON 2,684 0 2,684

Turboprop more than 60 seats 210,338 7,855 4,379 0 214,717 7,855

ATR‐72 3,600 4,379 7,979 0

DASH8‐Q4 206,738 206,738 0

HERCULES 7,855 0 7,855

Turboprop 20‐60 seats 112,295 0 1,016 8,960 113,311 8,960

CV‐580 7,402 0 7,402

DASH8‐1 1,016 1,016 0

EMB‐120 112,295 58 112,295 58

SF‐340/A 1,500 0 1,500

Turboprop under 20 seats (Part 23) 4,605 90,966 0 1,093 4,605 92,059

CARAVAN 90,966 662 0 91,628

DO‐228 4,605 4,605 0

PC‐12 431 0 431

Piston engine (Part 25) 0 0 0 4,568 0 4,568

COMMANDO 157 0 157

DC‐6A 3,725 0 3,725

PA‐32 686 0 686

Piston engine (Part 23) 0 56,945 0 0 0 56,945

BE‐18C 56,945 0 56,945

Grand Total 18,497,171 1,442,974 11,822 48,084 18,508,993 1,491,058
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Table 3-5-1: 2013 Passenger Air Carriers Filing Schedule P-5.2 Capacity and 
Utilization Factors By Equipment Type 

 

 
 

 

 

 

 

Aircraft Category

Number 

of 

Aircraft Departures

Passenger 

Capacity

Passenger 

Load Factor

Capacity 

(Tons)

Capacity 

Load 

Factor

Crew 

Size Block Hours

Average 

Block 

Speed

Daily 

Utilization 

(Hrs)

Fuel Burn 

per Hr 

(Gallons)

Wide‐body more than 300 seats 47.5 20,659 359.4 84.2% 54.6 70.6% 10 191,834 505.3 11.1 3,388.8

B747‐4 40.7 17,650 367.2 84.6% 52.5 72.9% 10 164,966 507.2 11.1 3,523.7

B777‐3 6.8 3,009 309.9 81.3% 68.1 59.2% 9 26,868 493.5 10.8 2,560.5

Wide‐body 300 seats and below 466.4 257,367 243.4 82.7% 45.5 57.4% 7 2,006,089 477.4 11.8 1,888.9

A330‐2 40.7 25,940 272.1 83.4% 51.3 54.5% 8 198,832 475.5 13.4 1,824.3

A330‐3 20.7 11,756 297.1 87.3% 48.7 64.7% 8 99,997 480.6 13.2 2,030.0

B767‐2/R 25.4 17,047 186.2 84.6% 36.9 50.5% 6 97,213 444.2 10.5 1,460.4

B767‐3/R 189.8 108,617 217.5 81.6% 39.6 55.9% 7 760,320 465.0 11.0 1,633.4

B767‐4 36.7 20,649 244.2 83.1% 45.1 57.6% 7 171,824 475.8 12.8 1,811.2

B777‐2 140.6 67,982 264.5 82.8% 50.6 59.6% 8 646,314 497.4 12.6 2,267.3

B787‐8 6.6 2,713 219.0 85.1% 42.3 54.6% 7 18,756 491.7 7.8 1,630.6

MD‐11 5.9 2,663 184.3 59.6% 84.8 46.7% 6 12,833 455.3 5.9 2,530.6

Narrow‐body more than 160 seats 610.6 650,825 180.0 86.5% 24.5 65.2% 6 2,260,009 409.4 10.1 1,014.9

A321 84.3 111,505 187.1 87.9% 25.8 65.2% 6 330,187 383.3 10.7 916.8

B737‐9 96.0 112,709 169.8 85.9% 20.8 71.5% 6 363,365 403.8 10.4 841.6

B757‐2 393.4 389,842 177.4 86.2% 24.8 63.3% 6 1,431,583 415.5 10.0 1,063.4

B757‐3 36.8 36,769 218.0 88.1% 28.2 70.0% 7 134,874 423.5 10.0 1,208.0

Narrow‐body 160 seats and below 2,475.3 3,786,074 144.4 82.6% 18.0 67.1% 5 8,959,309 372.1 9.9 773.9

A318 0.8 1,627 120.0 90.9% 15.3 71.4% 5 3,382 360.5 11.2 707.1

A319 281.9 426,130 128.0 84.2% 16.4 66.2% 5 992,331 360.5 9.6 730.8

A320‐1/2 440.9 596,993 150.2 84.5% 18.6 68.9% 6 1,799,004 391.9 11.2 788.4

B717‐2 102.1 206,634 117.3 79.7% 12.6 74.1% 5 326,432 324.7 8.8 694.2

B737‐3 123.9 244,754 138.6 76.8% 16.1 66.9% 5 401,821 338.7 8.9 732.3

B737‐4 59.1 89,072 135.7 80.1% 17.9 64.1% 5 166,568 338.3 7.7 804.4

B737‐5 20.1 43,452 120.5 73.0% 15.0 59.2% 5 53,532 307.0 7.3 739.8

B737‐7 493.7 906,906 139.3 80.3% 17.1 66.3% 5 1,902,513 370.4 10.6 701.0

B737‐8 531.5 647,467 155.9 83.6% 20.1 66.0% 6 2,033,522 401.0 10.5 802.2

DC‐9‐50 15.8 30,405 120.0 76.3% 14.5 63.7% 5 41,771 252.1 7.3 705.1

MD‐80 345.8 503,509 143.9 82.5% 17.8 66.8% 5 1,049,744 342.1 8.3 909.1

MD‐87 0.7 109 130.0 71.9% 13.5 69.2% 5 272 386.1 1.0 1,003.0

MD‐90 59.0 89,016 160.0 83.9% 19.1 71.2% 6 188,417 346.0 8.7 764.7

RJ more than 60 seats 671.7 1,182,452 74.5 79.4% 9.8 60.0% 4 2,156,423 328.6 8.8 507.0

CRJ‐900 139.7 258,353 77.3 79.3% 9.8 62.2% 4 427,675 346.3 8.4 538.3

EMB‐170 74.5 138,824 69.5 78.5% 9.5 57.3% 4 272,697 301.8 10.0 476.8

EMB‐190 86.4 149,006 99.7 80.6% 13.1 61.4% 4 285,650 312.4 9.1 608.5

ERJ‐175 94.0 168,696 77.5 75.8% 10.5 56.1% 4 329,838 296.0 9.6 468.6

RJ‐700 277.1 467,573 65.6 80.6% 8.7 60.6% 4 840,563 346.5 8.3 481.5

RJ 60 seats and below 1,055.7 2,058,796 49.4 78.6% 6.2 62.4% 3 2,596,269 339.9 6.7 505.9

CRJ‐2/4 496.5 1,037,701 50.0 78.8% 7.3 54.2% 3 1,352,788 296.2 7.5 373.6

EMB‐135 17.3 37,781 37.0 70.4% 4.1 64.0% 3 40,302 329.7 6.4 579.3

EMB‐140 87.6 164,736 44.0 75.4% 5.2 64.4% 3 235,637 264.6 7.4 351.3

EMB‐145 454.4 818,578 50.0 79.1% 5.4 73.0% 3 967,542 419.6 5.8 725.5

Turboprop more than 60 seats 83.3 170,285 74.6 78.7% 8.8 66.6% 4 210,338 234.4 6.9 345.2

ATR‐72 9.6 3,380 64.0 54.6% 7.4 47.5% 4 3,600 174.9 1.0 201.9

DASH8‐Q4 73.7 166,905 74.7 78.9% 8.9 66.8% 4 206,738 235.4 7.7 347.7

Turboprop 20‐60 seats 41.9 107,089 30.0 67.1% 3.8 53.4% 3 112,295 166.9 7.3 160.5

EMB‐120 41.9 107,089 30.0 67.1% 3.8 53.4% 3 112,295 166.9 7.3 160.5

Turboprop under 20 seats (Part 23) 3.8 5,561 19.0 76.4% 1.8 83.0% 3 4,605 153.8 3.3 115.4

DO‐228 3.8 5,561 19.0 76.4% 1.8 83.0% 3 4,605 153.8 3.3 115.4

Grand Total 5,456.1 8,239,108 145.8 83.0% 20.7 63.5% 5 18,497,171 377.0 9.3 873.9
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Table 3-6-1: 2013 All-Cargo Air Carriers Filing Schedule P-5.2 Capacity and 
Utilization Factors By Equipment Type 

 
 

 

Table 3-7-1: 2013 Passenger Air Carriers Filing Schedule P-5.1 Capacity and 
Utilization Factors By Equipment Type 

 
 

 

Aircraft Category

Number 

of 

Aircraft Departures

Capacity 

(Tons)

Capacity 

Load Factor

Crew 

Size

Block 

Hours

Average 

Block 

Speed

Daily 

Utilization 

(Hrs)

Fuel Burn 

per Hr 

(Gallons)

Four‐engine wide‐body 81.0 35,878 124.7 63.4% 2 235,903 475.1 8.0 3,643.0

B747‐2/3 10.5 3,021 125.0 62.8% 2 15,939 437.4 4.1 3,963.5

B747‐4 60.1 26,833 121.3 62.5% 2 181,312 477.9 8.3 3,788.3

B747‐4F 0.0 2,277 131.2 56.8% 2 14,210 468.4 0.0 0.0

B747‐8F 10.3 3,747 145.5 72.4% 2 24,442 482.9 6.5 4,474.3

Three‐engine wide‐body 169.7 112,701 90.2 58.0% 2 365,601 428.3 5.9 2,241.1

DC‐10‐10 46.0 31,485 68.9 60.9% 3 70,053 379.0 4.2 2,042.9

DC‐10‐30 19.1 10,605 84.7 53.8% 3 29,478 416.5 4.2 2,236.5

MD‐11 104.5 70,611 95.6 57.9% 2 266,070 442.6 7.0 2,293.8

Two‐engine wide‐body 288.6 191,690 71.8 58.3% 2 534,015 411.9 5.1 1,642.5

A300‐6 123.4 82,158 52.8 59.2% 2 166,039 374.9 3.7 1,539.8

A310‐2CF 31.6 15,156 43.8 51.6% 2 30,379 360.2 2.6 1,405.2

B767‐2/R 44.4 28,834 56.2 50.0% 2 70,329 385.9 4.3 1,256.8

B767‐3/R 61.8 49,670 63.4 62.0% 2 153,562 423.0 6.8 1,489.7

B777‐F 27.3 15,872 116.6 58.1% 2 113,706 480.7 11.4 2,300.7

Narrow‐body more than 160 seats 170.9 75,769 34.8 47.4% 2 132,880 357.0 2.1 1,022.9

B757‐2 169.7 75,219 34.7 48.0% 2 130,493 355.3 2.1 1,005.9

DC‐8‐62 1.2 550 37.7 23.2% 3 2,387 447.8 5.3 1,952.5

Narrow‐body 160 seats and below 16.7 8,170 26.6 36.9% 3 16,125 350.9 2.6 842.8

B727‐2 1.8 4,828 30.5 47.6% 3 8,288 346.2 12.6 740.0

DC‐8‐72 0.9 375 38.6 22.7% 3 2,256 456.2 6.8 1,561.5

DC‐9‐15F 6.0 1,470 10.7 19.9% 2 2,615 309.9 1.2 716.3

DC‐9‐30 7.0 1,296 15.0 19.8% 2 2,584 314.3 1.0 664.7

MD‐80 1.0 201 18.0 31.2% 2 382 357.4 1.0 901.4

RJ 60 seats and below 7.0 1,346 2.8 17.0% 2 2,684 246.9 1.1 248.4

FALCON 7.0 1,346 2.8 17.0% 2 2,684 246.9 1.1 248.4

Turboprop more than 60 seats 7.0 3,157 23.5 29.7% 3 7,855 305.2 3.1 549.2

HERCULES 7.0 3,157 23.5 29.7% 3 7,855 305.2 3.1 549.2

Turboprop under 20 seats (Part 23) 237.2 84,563 1.7 35.7% 1 90,966 137.6 1.1 0.0

CARAVAN 237.2 84,563 1.7 35.7% 1 90,966 137.6 1.1 0.0

Piston engine (Part 23) 92.1 38,710 6.8 36.6% 1 56,945 204.5 1.7 0.0

BE‐18C 92.1 38,710 6.8 36.6% 1 56,945 204.5 1.7 0.0

Grand Total 1,070.2 551,984 80.6 59.2% 2 1,442,974 394.3 3.7 1,878.3

Aircraft Category

Number 

of 

Aircraft Departures

Passenger 

Capacity

Passenger 

Load Factor

Capacity 

(Tons)

Capacity 

Load 

Factor Crew Size

Block 

Hours

Average 

Block 

Speed

Daily 

Utilization 

(Hrs)

Fuel Burn 

per Hr 

(Gallons)

Narrow‐body 160 seats and below 2.3 4,017 150.0 60.4% 15.3 59.1% 5 6,427 301.4 7.7 229.3

B737‐4 2.3 4,017 150.0 60.4% 15.3 59.1% 5 6,427 301.4 7.7 229.3

Turboprop more than 60 seats 1.1 7,188 63.9 56.9% 7.0 51.8% 4 4,379 132.9 10.5 180.6

ATR‐72 1.1 7,188 63.9 56.9% 7.0 51.8% 4 4,379 132.9 10.5 180.6

Turboprop 20‐60 seats 0.2 1,815 37.0 62.6% 3.9 59.3% 3 1,016 128.9 11.3 216.8

DASH8‐1 0.2 1,815 37.0 62.6% 3.9 59.3% 3 1,016 128.9 11.3 216.8

Grand Total 3.7 13,020 125.5 60.0% 12.9 58.2% 4 11,822 224.1 8.8 210.2
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Table 3-8-1: 2013 All-Cargo Air Carriers Filing Schedule P-5.1 Capacity and 
Utilization Factors By Equipment Type 

 
 

 

Aircraft Category

Number 

of 

Aircraft Departures

Capacity 

(Tons)

Capacity 

Load Factor Crew Size

Block 

Hours

Average 

Block 

Speed

Daily 

Utilization 

(Hrs)

Fuel Burn 

per Hr 

(Gallons)

Four‐engine wide‐body 1.0 298 123.0 6.3% 2 1,439 398.4 3.9 7,836.9

B747‐4 1.0 298 123.0 6.3% 2 1,439 398.4 3.9 7,836.9

Two‐engine wide‐body 2.5 2,416 63.1 58.2% 2 9,579 435.6 10.6 1,497.7

B767‐3/R 2.5 2,416 63.1 58.2% 2 9,579 435.6 10.6 1,497.7

Narrow‐body 160 seats and below 24.6 18,648 19.1 40.8% 2 22,445 355.2 2.5 1,156.9

B727‐2 12.4 2,893 25.8 37.5% 3 7,403 441.1 1.6 1,566.5

B737‐1/2 2.4 4,391 14.3 49.9% 2 5,208 361.2 5.9 884.4

B737‐2C 4.0 7,829 14.0 44.6% 2 5,112 210.4 3.5 992.7

B737‐3 1.8 974 15.5 30.7% 2 1,700 381.4 2.7 830.5

DC‐9‐15F 2.0 271 10.6 43.1% 2 547 372.9 0.7 1,771.6

DC‐9‐30 2.0 2,290 16.0 45.0% 2 2,475 363.3 3.4 932.6

Turboprop 20‐60 seats 16.5 6,348 7.8 41.9% 2 8,960 237.6 1.5 316.9

CV‐580 11.8 4,426 8.4 42.4% 2 7,402 253.3 1.7 344.5

EMB‐120 2.7 55 3.3 47.8% 2 58 240.7 0.1 208.3

SF‐340/A 2.0 1,867 3.5 31.3% 2 1,500 159.8 2.1 185.4

Turboprop under 20 seats (Part 23) 2.0 921 1.2 47.2% 1 1,093 164.9 1.5 64.1

CARAVAN 1.0 525 1.2 48.3% 1 662 144.7 1.8 54.0

PC‐12 1.0 396 1.2 46.0% 1 431 196.0 1.2 79.5

Piston engine (Part 25) 10.0 3,593 11.9 49.5% 3 4,568 191.5 1.3 336.0

COMMANDO 2.0 132 6.2 46.4% 2 157 158.0 0.2 180.1

DC‐6A 6.0 2,929 13.5 49.5% 3 3,725 201.8 1.7 401.1

PA‐32 2.0 532 0.4 55.8% 1 686 143.3 0.9 18.3

Grand Total 56.5 32,224 32.3 45.2% 2 48,084 330.7 2.3 1,165.4


